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DongGuan�Emilux�Lighting�Technology Ltd

Add:A-2F,XinYongShen�tenology�park,ShiLong�Town,
DongGuan�City,GuangDong�Province,china

E-mail:sales@emiluxled.com

Http:/www.emiluxled.com

�Commercial and Architecture 

Lighting designer and 

Manufacturer



Lighting System Integration Supplier





EMILUX was found 2013 which is a LED commercial lighting manufacturer in China, 

Emilux has been inspiring it’s customers with high-quality and individual lighting 

solutions - because light is our passion. 

Our mission is :BUILD A FIRST-CLASS ENTERPRISE,CREATE A CENTURY-OLD 

BRAND,ACHIEVE BRAND EFFICIENCY,INTEGRITY CAST THE FUTURE! 

This includes not only innovative luminaires but also perfectly matched lighting solutions 

for offices, industry, healthcare, education, retail and sports. 

We main offer LED down light, LED track light, LED ceiling light and LED linear light 

OEM&ODM and our own brand products designing ,development and production, and also 

lighting project products solutions.

At EMILUX we know that the perfect luminaire alone is not enough. 

The right light depends on the whole: an optimal, balanced lit environment. 

Whether in individual rooms, in building complexes or outside areas - our individual advice 

and planning assistance is the key to holistic, tailor-made lighting solutions that save energy 

and thus costs. 

EMILUX-LIGHTING YOUR LIFE!



lightingDo our best to realise your dream

that is why we are here

www.emiluxled.com

Lighting System Integration Supplier



Star

P018

EM0135W
EM0147W
EM01510W

P019

EM0167W
EM01710W
EM01812W

P020

EM01915W
EM02018W
EM02120W

P021

EM02220W
EM02325W
EM02430W

P022

EM02530W
EM02635W
EM02740W

Nolbe

P027

EM0287W
EM02910W
EM03012W

P028

EM03115W
EM03218W
EM03320W

P029

EM03420W
EM03525W
EM03630W

P030

EM03730W
EM03840W
EM03950W

Angelo

P036

EM0405W
EM0417W

P037

EM0427W
EM04310W
EM04412W

P038

EM04515W
EM04618W
EM04720W

P039

EM04820W
EM04925W
EM05030W

P040

EM05130W
EM05240W
EM05350W

Mini

P044

EM565002 EM565345

P044

MR16

P048

EM265970

P048

EM265970-1

Superb

P055

EM0547W
EM05510W

P055

EM0627W
EM06310W

P056

EM05612W
EM05715W

P056

EM06412W
EM06515W

P057

EM06614W
EM06720W

P057

EM05814W
EM05920W

P009

EM0017W
EM00210W
EM00312W

P010

EM00415W
EM00518W
EM00620W

P011

EM00720W
EM00825W
EM00930W

Classic

P012

EM01030W
EM01135W
EM01240W

P058

EM06024W
EM06130W

P058

EM06824W
EM06930W

P061

EM0787W
EM07910W

P061

EM0707W
EM07110W

P062

EM08012W
EM08115W

P062

EM07212W
EM07315W

P063

EM07414W
EM07520W

P064

EM07624W
EM07730W

P063

EM08214W
EM08320W

P064

EM08424W
EM08530W

Taurus

P095

EM30-DSBC0750

P096

EM30-DSBC0753

P097

EM30-DSBC0950

P098

EM30-DSBC0953

P099

EM30-DSBS0550

P100

EM30-DSBS0551

P101

EM30-DSBS0750

P102

EM30-DSBS0751

P103

EM30-DSBS0950

P104

EM30-DSBS0951

P107

EM30-DSC0750-XQ

EM30-DSBC0750-XQ

P108

EM30-DSC0950-XQ

EM30-DSBC0950-XQ

P109

EM30-DSS0750-XQ

EM30-DSBS0750-XQ

P110

EM30-DSS0950-XQ

EM30-DSBS0950-XQ

P081

EM30-DSC0550

P082

EM30-DSC0553

P083

EM30-DSC0750

P084

EM30-DSC0753

P085

EM30-DSC0950

P086

EM30-DSC0953

P087

EM30-DSS0550

P088

EM30-DSS0551

P089

EM30-DSS0750

P090

EM30-DSS0751

P091

EM30-DSS0950

P092

EM30-DSS0951

P093

EM30-DSBC0550

P094

EM30-DSBC0553

Aries

P115

EM5045

P116

EM5075A-09

P119

EM5088-20

P120

EM5086

P121 P123

EM1014-15EM5088
EM1013-09

P124

EM1012-05



Aries

P127

EM5070
EM5080

P128

EM1016

P129

EM5103

P129

EM5041
EM5042

P130

EM5072

P132

EM1083-06

P132

EM1083-13

P134

EM5201

P135

EM5040-05

P135 P136 P136

EM1076-02EM5040-02 EM1077-02

P136

EM5053-05

P138

EM1022-16

P138

EM5076-14

P139 P139 P140

EM1008-09EM1007-09 EM5075-09

P142

EM1061-09

P142

EM1061B

P144

EM5077

P145 P145 P151

EM5052-20EM5051 EM5093-20

P151

EM5093-09

P152

EM5093-05

P153

EM5093A-20

P154 P154

EM2039A-30EM5093A-09
EM5093-15 EM5093A-05 EM5093A-15

Wolf

Cut-out:60mm

P160 P161 P162

Cut-out:75mm Cut-out:95mm

Munich

EMM-R83 EMM-S83

P164 P164

EMM-R105

EMM-WR83 EMM-WS83

P166 P166

EMM-WR105 EMM-WS105

EMM-MR83 EMM-MS83

P168

EMM-MR105 EMM-MS105

P168

EMP-R85 EMP-S85 EMP-MR85 EMP-MS83 EMP-ML168 EMT-R72

P172 P174P170P170P170

EMP-MR105

P172

EMP-MS105 EMT-R88

EMT-R100 EML-R83 EML-S83 EML-WR83 EML-WS83 EMV-MR85

P176

EMT-R125

P177 P177 P178 P178 P180

EMV-MS85 EMV-ML168 EMV-MR85X EMV-MS85X

P182

EMR-R72EMV-ML168

P180P180 P182 P182 P184

EMR-R88 EMF-R60 EMF-R82 EMT2-R60

P192

EMTM-R60 05EMT2-R90

P184 P194P186

EMF-R70

P188

EMF-R102 EMT2-R80 EMT2-R100 EMTM-R80 07

EMC-L168

P204

EMTM-R90 12 EMN-R60 03 EMRM-ME82 EMRM-MR82 EMC-S85 EMC-R85 07

P196

EMN-R65 03EMTM-R100 20

P198 P200

EMRM-MN82

P202

EMRM-MS82

P204 P204

Rome

EM5210

P223

EM5207

P207

EM1083

P210

EM5218

P211

EM5208
EM5202

P214

EM1059

P217

EM1062

P227

EM2018A

P230

EM2019A
EM2022A

P231

EM2023A

P232

EM2027A
EMX-R35 03

P234

EMX-MR35 03
EMX-R45 03

P235

EMX-MR45 03

EMX-R55 07

P236

EMX-MR55 07
EMH-R100 05

P238

EM1075

P241

EM1074
EM1073

Track

EMT101

P247

EMT108

P249

EMT113

P250

EMT106

P251

EMT115

P252

EM4014

P253

EM4029

P271

EM1064

P257

EM-CR55

P260

EM-SR55
EM4045

P265

EM-SR78
EM-SS78

P262

EM4046

P268

P190



P275

EM4037

P277

EM4038

P282

EM4020

P279

EM4039

UFO

EM-1201BR EM-1211BR

P284

EM-1101BR EM-1111BR

P286 P286

EM-0601BR EM-0611BR

P288 P288

EM-0701BR EM-0711BR EM-0720BR

P292P290P290

P284

Sydney

EM08610W EM08815W

P297 P298

EM09125W EMF-S83 07

P299 P302

EMS-L159 

P302 P302

EM08715W EM08920W
EM09025W

EM09230W
EM09335W

EMF-WS83 12
EMW-S83 07
EMW-WS83 12

EMF-R79

P304 P304

EM3040 EM3040A

P307 P309

Libra

EM8005

P313

EM8006
EM8007

P317

EM8008
EM8013

EM8009
EM8010

P319

EM8030

P320

EM8042

P323

EM8005D

EM8021

P328 P332

EM9002

Leo

P349

EMD918

P351

EMD918G/5T  DIY

P353 P355 P359

EMD918G/1T  DIY EMD918P  DIY EMX918

P361

EMX918G/5T  DIY

P363 P365 P369 P371

EMX918G/1T  DIY EMX918P  DIY EMD904 EMD904G/5T  DIY

P373

EMD904G/1T  DIY

P377

EMD917S

P379

EMD917G/5T  DIY

P381

EMD917G/1T  DIY

P385

EMD914

P387

EMD914G/5T  DIY

P389

EMD914G/1T  DIY

P393

EMD913

P395

EMX913G/5T  DIY

P397

EMX913G/1T  DIY

P401

EMD905

P403

EMD908S

P405

EMD902S

P407

EMD909

P409

EMX915

P411

EMD608S

P413

EMD916

P415

EMD857

P417

EMD878

P419

EMD919

P421

EMD557

P423

EMD201

P425

EMD835

P427

EMD688

P429

EMD668

P431

EMD811

P433

EMD871

P437

EMD124/EMD154/EMD840

P438 P439

EMD105EMD205/EMD255/EMD305

P440

EMD241

P441

EMD801

P442 P443 P444

EMD838EMD692 EMD606

EMW-WR79



P450

EMD911

P451 P452 P453 P454

EMX517 EMX617 EMX917 EMX117

P455

EMD355

P456 P457 P463 P464

EMD376 EMD310 Concealed installationOpen installation

P445

EMD505

P446

EMD558

P449

EMX317

P447

EMD316

P448

EMD339



002001



In Classic series of products, the lamp body with one-piece precision adjustment design, 
unique rod design, tilt angle can be from 0° to 25° up and down precision adjustment,

 it has an unique gear structure design with 335° horizontal adjustable.
Precise optical design, pure light color, perfect light spot, to create excellent lightings, 
with reflector and lens two kinds of light control methods to meet the preferences 
of different designers, habits and needs of different places.
Patent optical lens zoom design, the fixture can accurate transform beam
 angle to 17°, 25°, 36° in any time to meet the lighting requirements of different 
scenes and illumination objects. It has multiple deep anti-glare design, shading 
angle greater than 30 degrees, creates a comfortable lighting environment.
Classic series can also have high-power of small-size lamp body , Break through 
the bottleneck of similar products performance, product more creativity and advantages.
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006005



www.emiluxled.com
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Ø95mm 95*95mm

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 / 44 AC220-240V 0-10V/DALI/Triac

EM0017W-R 7W Ø75mm

    Model      Power    Cut hole�

    Product parameters      

Beam angle    

10°/17°/25°/36°/60°

EM0017W-S 7W 75*75mm10°/17°/25°/36°/60°

EM00210W-R 10W Ø75mm10°/17°/25°/36°/60°

EM00210W-S 10W 75*75mm10°/17°/25°/36°/60°

EM00312W-R 12W Ø75mm17°/25°/36°/60°

EM00312W-S 12W 75*75mm17°/25°/36°/60°

Ø75mm 75*75mm

140

280

420

560

700

300

600

900

1200

1500

500

1000

1500

2000

2500

700

1400

2100

2800

3500

1400

2800

4200

5600

7000

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 / 44 AC220-240V 0-10V/DALI/Triac

600

1200

1800

2400

3000

1200

2400

3600

4800

6000

1600

3200

4800

6400

8000

145mm

101mm

EM00415W-R 15W Ø95mm

    Model      Power    Cut hole�

    Product parameters      

Beam angle    

17°/25°/36°/60°

EM00415W-S 15W 95*95mm

EM00518W-R 18W Ø95mm

EM00518W-S 18W 95*95mm

EM00620W-R 20W Ø95mm

EM00620W-S 20W 95*95mm

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

www.emiluxled.comwww.emiluxled.com

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

C
la

ssic

010009



500

1000

1500

2000

2500

700

1400

2100

2800

3500

1400

2800

4200

5600

7000

1800

3600

5400

7200

9000

Ø135mm 135*135mm

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 / 44 AC220-240V 0-10V/DALI/Triac

EM00720W-R 20W Ø115mm

    Model      Power    Cut hole

    Product parameters      

Beam angle    

17°/25°/36°/60°

EM00720W-S 20W 115*115mm

EM00825W-R 25W

EM00825W-S 25W

EM00930W-R 30W

EM00930W-S 30W

Ø115mm 115*115mm

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 / 44 AC220-240V 0-10V/DALI/Triac

www.emiluxled.comwww.emiluxled.com

185mm

144mm

EM01030W-R 30W Ø135mm

    Model      Power    Cut hole�

    Product parameters      

Beam angle    

17°/25°/36°/45°/60°

EM01030W-S 30W 135*135mm

EM01135W-R 35W

EM01135W-S 35W

EM01240W-R 40W

EM01240W-S 40W

165mm

124mm

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

Ø115mm

115*115mm

Ø115mm

115*115mm

17°/25°/36°/45°/60°

17°/25°/36°/45°/60°

17°/25°/36°/45°/60°

17°/25°/36°/45°/60°

17°/25°/36°/45°/60°

Ø135mm

135*135mm

Ø135mm

135*135mm

800

1600

2400

3200

4000

1000

2000

3000

4000

5000

1400

2800

4200

5600

7000

600

1200

1800

2400

3000

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

C
la

ssic

012011



Star

www.emiluxled.com
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016015
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80

160

240

320

400

190

380

570

760

950

400

800

1200

1600

2000

EM0135W-R 5W Ø60mm

    Model      Power    Cut hole�

    Product parameters      

Beam angle    

10°/17°/25°/36°/60°

EM0135W-S 5W 60*60mm

EM0147W-R 7W

EM0147W-S 7W

EM01510W-R 10W

EM01510W-S 10W

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 / 44 AC220-240V 0-10V/DALI/Triac

Ø60mm

10°/17°/25°/36°/60°

10°/17°/25°/36°/60°

10°/17°/25°/36°/60°

10°/17°/25°/36°/60°

10°/17°/25°/36°/60°

Ø60mm

60*60mm

Ø60mm

60*60mm

90mm

68mm

500

1000

1500

2000

2500

900

1800

2700

3600

4500

www.emiluxled.com

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

018017

S
ta

r



EM0167W-R 7W Ø75mm

    Model      Power    Cut hole

    Product parameters      

Beam angle    

10°/17°/25°/36°/60°

EM0167W-S 7W 75*75mm

EM01710W-R 10W

EM01710W-S 10W

EM01812W-R 12W

EM01812W-S 12W

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 / 44 AC220-240V 0-10V/DALI/Triac

Ø75mm

10°/17°/25°/36°/60°

10°/17°/25°/36°/60°

10°/17°/25°/36°/60°

17°/25°/36°/60°

100mm

82mm

17°/25°/36°/60°

Ø75mm

75*75mm

Ø75mm

75*75mm

140

280

420

560

700

300

600

900

1200

1500

500

1000

1500

2000

2500

700

1400

2100

2800

3500

1400

2800

4200

5600

7000

EM01915W-R 15W Ø95mm

    Model      Power    Cut hole

    Product parameters      

Beam angle    

17°/25°/36°/60°

EM01915W-S 15W 95*95mm

EM02018W-R 18W

EM02018W-S 18W

EM02120W-R 20W

EM02120W-S 20W

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 / 44 AC220-240V 0-10V/DALI/Triac

Ø95mm

133mm

104mm

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

Ø95mm

95*95mm

Ø95mm

95*95mm

600

1200

1800

2400

3000

1200

2400

3600

4800

6000

1600

3200

4800

6400

8000

www.emiluxled.comwww.emiluxled.com

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

020019

S
ta

r



EM02220W-R 20W Ø115mm

    Model      Power    Cut hole

    Product parameters      

Beam angle    

17°/25°/36°/60°

EM02220W-S 20W 115*115mm

EM02325W-R 25W

EM02325W-S 25W

EM02430W-R 30W

EM02430W-S 30W

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 / 44 AC220-240V 0-10V/DALI/Triac

Ø115mm

139mm

125mm

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

Ø115mm

115*115mm

Ø115mm

115*115mm

500

1000

1500

2000

2500

700

1400

2100

2800

3500

1400

2800

4200

5600

7000

1800

3600

5400

7200

9000

EM02530W-R 30W Ø135mm

    Model      Power    Cut hole�

    Product parameters      

Beam angle    

17°/25°/36°/45°/60°

EM02530W-S 30W 135*135mm

EM02635W-R 35W

EM02635W-S 35W

EM02740W-R 40W

EM02740W-S 40W

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 / 44 AC220-240V 0-10V/DALI/Triac

Ø135mm

155mm

150mm

17°/25°/36°/45°/60°

17°/25°/36°/45°/60°

17°/25°/36°/45°/60°

17°/25°/36°/45°/60°

17°/25°/36°/45°/60°

Ø135mm

135*135mm

Ø135mm

135*135mm

1000

2000

3000

4000

5000

1400

2800

4200

5600

7000

800

1600

2400

3200

4000

600

1200

1800

2400

3000

www.emiluxled.comwww.emiluxled.com

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

022021

S
ta

r



Noble

024023



026025

N
o
b
le

www.emiluxled.comwww.emiluxled.com



EM03115W-R 15W Ø95mm

    Model      Power    Cut hole�

    Product parameters      

Beam angle    

17°/25°/36°/60°

EM03115W-S 15W 95*95mm

EM03218W-R 18W

EM03218W-S 18W

EM03320W-R 20W

EM03320W-S 20W

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 / 44 AC220-240V 0-10V/DALI/Triac

Ø95mm 95*95mm104mm

136mm

125mm

93mm

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

Ø95mm

95*95mm

Ø95mm

95*95mm

600

1200

1800

2400

3000

1200

2400

3600

4800

6000

1600

3200

4800

6400

8000

EM0287W-R 7W Ø75mm

    Model      Power    Cut hole�

    Product parameters      

Beam angle    

10°/17°/25°/36°/60°

EM0287W-S 7W 75*75mm

EM02910W-R 10W

EM02910W-S 10W

EM03012W-R 12W

EM03012W-S 12W

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 / 44 AC220-240V 0-10V/DALI/Triac

140

280

420

560

700

300

600

900

1200

1500

500

1000

1500

2000

2500

700

1400

2100

2800

3500

1400

2800

4200

5600

7000

10°/17°/25°/36°/60°

10°/17°/25°/36°/60°

10°/17°/25°/36°/60°

10°/17°/25°/36°/60°

10°/17°/25°/36°/60°

Ø75mm

75*75mm

Ø75mm

75*75mm

Ø75mm 75*75mm82mm

93mm

100mm

93mm

www.emiluxled.comwww.emiluxled.com

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

028027

N
o
b
le



EM03420W-R 20W Ø115mm

    Model      Power    Cut hole

    Product parameters      

Beam angle    

17°/25°/36°/60°

EM03420W-S 20W 115*115mm

EM03525W-R 25W

EM03525W-S 25W

EM03630W-R 30W

EM03630W-S 30W

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 / 44 AC220-240V 0-10V/DALI/Triac

Ø115mm 115*115mm

EM03730W-R 30W Ø135mm

    Model      Power    Cut hole�

    Product parameters      

Beam angle    

17°/25°/36°/45°/60°

EM03730W-S 30W 135*135mm

EM03840W-R 40W

EM03840W-S 40W

EM03950W-R 50W

EM03950W-S 50W

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 / 44 AC220-240V 0-10V/DALI/Triac

Ø135mm 135*135mm

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

Ø115mm

115*115mm

Ø115mm

115*115mm

500

1000

1500

2000

2500

700

1400

2100

2800

3500

1400

2800

4200

5600

7000

1800

3600

5400

7200

9000

141mm

125mm

17°/25°/36°/45°/60°

17°/25°/36°/45°/60°

17°/25°/36°/45°/60°

17°/25°/36°/45°/60°

17°/25°/36°/45°/60°

Ø135mm

135*135mm

Ø135mm

135*135mm

150mm

158mm

1100

2200

3300

4400

5500

1500

3000

4500

6000

7500

800

1600

2400

3200

4000

700

1400

2100

2800

3500

www.emiluxled.comwww.emiluxled.com

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

030029

N
o
b
le



Angelo

032031



www.emiluxled.com

034033

A
n
g
e
lo



EM0405W-R 5W Ø60mm

    Model      Power    Cut hole�

    Product parameters      

Beam angle    

10°/17°/25°/36°/60°

EM0405W-S 5W 60*60mm

EM0417W-R 7W

EM0417W-S 7W

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 / 44 AC220-240V 0-10V/DALI/Triac

10°/17°/25°/36°/60°

10°/17°/25°/36°/60°

10°/17°/25°/36°/60°

Ø60mm

60*60mm

Ø60mm 60*60mm

80

160

240

320

400

190

380

570

760

950

400

800

1200

1600

2000

500

1000

1500

2000

2500

900

1800

2700

3600

4500

100mm

68mm

www.emiluxled.com

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

036035

A
n
g
e
lo



EM04515W-R 15W Ø95mm

    Model      Power    Cut hole�

    Product parameters      

Beam angle    

17°/25°/36°/60°

EM04515W-S 15W 95*95mm

EM04618W-R 18W

EM04618W-S 18W

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 / 44 AC220-240V 0-10V/DALI/Triac

Ø95mm 95*95mm

EM04720W-R 20W

EM04720W-S 20W

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

Ø95mm

95*95mm

Ø95mm

95*95mm

600

1200

1800

2400

3000

1200

2400

3600

4800

6000

1600

3200

4800

6400

8000

136mm

104mm 125mm

136mm

140

280

420

560

700

300

600

900

1200

1500

500

1000

1500

2000

2500

700

1400

2100

2800

3500

1400

2800

4200

5600

7000

EM0427W-R 7W Ø75mm

    Model      Power    Cut hole�

    Product parameters      

Beam angle    

10°/17°/25°/36°/60°

EM0427W-S 7W 75*75mm

EM04310W-R 10W

EM04310W-S 10W

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 / 44 AC220-240V 0-10V/DALI/Triac

10°/17°/25°/36°/60°

10°/17°/25°/36°/60°

10°/17°/25°/36°/60°

Ø75mm 75*75mm

EM04412W-R 12W

EM04412W-S 12W

10°/17°/25°/36°/60°

10°/17°/25°/36°/60°

Ø75mm

75*75mm

Ø75mm

75*75mm

112mm

82mm 100mm

112mm

www.emiluxled.comwww.emiluxled.com

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

038037

A
n
g
e
lo



EM05130W-R 30W Ø135mm

    Model      Power    Cut hole�

    Product parameters      

Beam angle    

17°/25°/36°/45°/60°

EM05130W-S 30W 135*135mm

EM05240W-R 40W

EM05240W-S 40W

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 / 44 AC220-240V 0-10V/DALI/Triac

Ø135mm 135*135mm

EM05350W-R 50W

EM05350W-S 50W

17°/25°/36°/45°/60°

17°/25°/36°/45°/60°

17°/25°/36°/45°/60°

17°/25°/36°/45°/60°

17°/25°/36°/45°/60°

Ø135mm

135*135mm

Ø135mm

135*135mm

1100

2200

3300

4400

5500

1500

3000

4500

6000

7500

800

1600

2400

3200

4000

700

1400

2100

2800

3500

177mm

150mm

EM04820W-R 20W Ø115mm

    Model      Power    Cut hole�

    Product parameters      

Beam angle    

17°/25°/36°/60°

EM04820W-S 20W 115*115mm

EM04925W-R 25W

EM04925W-S 25W

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 / 44 AC220-240V 0-10V/DALI/Triac

Ø115mm 115*115mm

EM05030W-R 30W

EM05030W-S 30W

125mm

155mm

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

Ø115mm

115*115mm

Ø115mm

115*115mm

500

1000

1500

2000

2500

700

1400

2100

2800

3500

1400

2800

4200

5600

7000

1800

3600

5400

7200

9000

www.emiluxled.comwww.emiluxled.com

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

040039

A
n
g
e
lo



042041

M
in

i



3W   3000K   60°   133lm3W   3000K   36°   134lm

3W   3000K   25°   138lm3W   3000K   17°   131lm3W   3000K   10°   121lm

Its small and exquisite design meets the installation requirements of a small 

space. With universal ball structure, the nozzle can be freely rotated to up, down, left

 and right. Beam angle of 10°, 15°, 36° and 60° can be selected to meet the 

lighting requirements of different objects. The objects can be clearly displayed with

LED chips of high CRI, and this provides people with wonderful visual enjoyment.

EM565002 1W Ø40mm

    Model      Power    Cut hole�

    Product parameters      

Beam angle    

10°/17°/25°/36°/60°

EM565345 3W

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 / 44 AC220-240V 0-10V/DALI/Triac

www.emiluxled.comwww.emiluxled.com

10°/17°/25°/36°/60° Ø40mm

Ø40mm

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

044043

M
in

i



046045

M
R

1
6



EM265970 4W Ø70mm

    Model      Power    Cut hole�

    Product parameters      

Beam angle    

15°/24°/36°/60°

EM265970-1 7W

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

MR16 90

Input 
Voltage�

Dimmable�

20 / 44 AC220-240V 0-10V/DALI/Triac

www.emiluxled.comwww.emiluxled.com

Ø70mm

Its simple and lightweight lamp body structure, is easy to installation

 and disassembly for lamp cup. It can be i, direct light and oblique to

 choose from, face box with a round hole, square hole, a small hole

 and other options, light angle There are 15°, 24°, 36°, 60°

 angle, to meet the different needs of irradiation.

3W   3000K   60°   400lm

7W   3000K   36°   400lm7W   3000K   15°   400lm 7W   3000K   24°   400lm

15°/24°/36°/60°

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

048047

M
R

1
6



Superb
050049

S
u
p
e
rb



052051

S
u
p
e
rb



Excellent industrial design to create a perfect lamp body, narrow border or no
 border two installation methods, suitable for different decoration style. Exquisite
 electroplating surface treatment art, using the unique nano dust - proof technology,
 the reflector surface has long been like new, it is also wear-resistant and anti-hard 
scratches.
Precise optical design, pure light color, perfect light spot, to create excellent lightings.
Patent optical lens zoom design, the fixture can accurate transform beam angle 
to 17°,25°,36° in any time. It can also universal adjust the direction and angle

 of light beam  according to the shape and position of the irradiated object, makes business 
and office lightings easier and easier.

 Reflector and lens two kinds of light control methods to meet the preferences of
 different designers, habits and needs of different places. It has multiple deep anti-glare
 design, shading angle greater than 30 degrees, creates a comfortable lighting environment.

Radiator

Reflection Cup

Frame

Zoom Circle

www.emiluxled.comwww.emiluxled.com

054053

S
u
p
e
rb



1×12W   3000K   60°   631lm

1×15W   3000K   60°   983lm

1×12W   3000K   36°   765lm

1×15W   3000K   36°   1013lm

1×12W   3000K   25°   683lm

1×15W   3000K   25°   1037lm

1×12W   3000K   17°   622lm

1×15W   3000K   17°   986lm

1×7W   3000K   60°   400lm

1×10W   3000K   60°   564lm

1×7W   3000K   36°   438lm

1×10W   3000K   36°   557lm

1×7W   3000K   25°   401lm

1×10W   3000K   25°   565lm

1×7W   3000K   17°   428lm

1×10W   3000K   17°   527lm

EM0547W 1×7W 100*100mm

    Model      Power    Cut hole�

    Product parameters      

Beam angle    

17°/25°/36°/60°

EM05510W

EM0627W

EM06310W

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 AC220-240V 0-10V/DALI/Triac

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

www.emiluxled.comwww.emiluxled.com

1×10W

1×7W

1×10W

100*100mm

100*100mm

100*100mm

EM05612W 1×12W 115*115mm

    Model      Power    Cut hole�

    Product parameters      

Beam angle    

17°/25°/36°/60°

EM05715W

EM06412W

EM06515W

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 AC220-240V 0-10V/DALI/Triac

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

1×15W

1×12W

1×15W

115*115mm

115*115mm

115*115mm

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20

056055

S
u
p
e
rb



2×12W   3000K   36°   1554lm

2×15W   3000K   36°   1955lm

2×12W   3000K   25°   1511lm

2×15W   3000K   25°   1663lm

2×12W   3000K   17°   1811lm

2×15W   3000K   17°   1927lm

EM05814W 2×7W

    Model      Power    Cut hole�

    Product parameters      

Beam angle    

200*100mm17°/25°/36°

EM05920W

EM06614W

EM06720W

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 AC220-240V 0-10V/DALI/Triac

www.emiluxled.comwww.emiluxled.com

2×10W

2×7W

2×10W

EM06024W 2×12W

    Model      Power    Cut hole�

    Product parameters      

Beam angle    

230*115mm17°/25°/36°

EM06130W

EM06824W

EM06930W

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 AC220-240V 0-10V/DALI/Triac

2×15W

2×12W

2×15W

200*100mm17°/25°/36°

200*100mm17°/25°/36°

200*100mm17°/25°/36°

2×7W   3000K   25°   869lm

2×10W   3000K   25°   1151lm

2×7W   3000K   17°   1006lm

2×10W   3000K   17°   1353lm

2×7W   3000K   36°   1013lm

2×10W   3000K   36°   1365lm

230*115mm17°/25°/36°

230*115mm17°/25°/36°

230*115mm17°/25°/36°

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20

058057

S
u
p
e
rb



Radiator

Reflection Cup

Decorative Cover

Frame

Excellent industrial design to create a perfect lamp body, narrow border

 or no border two installation methods, suitable for different decoration

 style. Exquisite electroplating surface treatment art, using the unique 

nano dust - proof technology, the reflector surface has long been like new,

 it is also wear-resistant and anti-hard scratches.

A variety of decorative covers meet the preferences of different designers,

 habits and needs of different places. It has multiple deep anti-glare design, 

shading angle greater than 30 degrees, creates a comfortable lighting environment.

www.emiluxled.comwww.emiluxled.com

060059

S
u
p
e
rb



1×12W   3000K   60°   631lm

1×15W   3000K   60°   983lm

1×12W   3000K   36°   765lm

1×15W   3000K   36°   1013lm

1×12W   3000K   25°   683lm

1×15W   3000K   25°   1037lm

1×12W   3000K   17°   622lm

1×15W   3000K   17°   986lm

1×7W   3000K   60°   400lm

1×10W   3000K   60°   564lm

1×7W   3000K   36°   438lm

1×10W   3000K   36°   557lm

1×7W   3000K   25°   401lm

1×10W   3000K   25°   565lm

1×7W   3000K   17°   428lm

1×10W   3000K   17°   527lm

www.emiluxled.comwww.emiluxled.com

EM0707W 1×7W

    Model      Power    Cut hole�

    Product parameters      

Beam angle    

100*100mm17°/25°/36°/60°

EM07110W

EM0787W

EM07910W

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 AC220-240V 0-10V/DALI/Triac

1×10W

1×7W

1×10W

EM07212W 1×12W

    Model      Power    Cut hole�

    Product parameters      

Beam angle    

EM07315W

EM08012W

EM08115W

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 AC220-240V 0-10V/DALI/Triac

1×15W

1×12W

1×15W

100*100mm17°/25°/36°/60°

100*100mm17°/25°/36°/60°

100*100mm17°/25°/36°/60°

115*115mm17°/25°/36°/60°

115*115mm17°/25°/36°/60°

115*115mm17°/25°/36°/60°

115*115mm17°/25°/36°/60°

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20

062061

S
u
p
e
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2×12W   3000K   36°   1554lm

2×15W   3000K   36°   1955lm

2×12W   3000K   25°   1511lm

2×15W   3000K   25°   1663lm

2×12W   3000K   17°   1811lm

2×15W   3000K   17°   1927lm

2×7W   3000K   36°   1013lm

2×10W   3000K   36°   1365lm

2×7W   3000K   25°   869lm

2×10W   3000K   25°   1151lm

2×7W   3000K   17°   1006lm

2×10W   3000K   17°   1353lm

www.emiluxled.comwww.emiluxled.com

EM07414W 2×7W

    Model      Power    Cut hole�

    Product parameters      

Beam angle    

200*100mm17°/25°/36°

EM07520W

EM08214W

EM08320W

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 AC220-240V 0-10V/DALI/Triac

2×10W

2×7W

2×10W

EM07624W 2×12W

    Model      Power    Cut hole�

    Product parameters      

Beam angle    

EM07730W

EM08424W

EM08530W

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 AC220-240V 0-10V/DALI/Triac

2×15W

2×12W

2×15W

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20

230*115mm17°/25°/36°

200*100mm17°/25°/36°

200*100mm17°/25°/36°

200*100mm17°/25°/36°

230*115mm17°/25°/36°

230*115mm17°/25°/36°

230*115mm17°/25°/36°

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20

064063

S
u
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e
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066065

T
a
u
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Standard 
installation

No border 
installation

 

Adjustable

Standard 
installation

No border 
installation

 

Fixed

Standard 
installation

No border 
installation

 

Wall Washer

Standard 
installation

No border 
installation

 

Adjustable

Standard 
installation

No border 
installation

 

Fixed

Standard 
installation

No border 
installation

 

Wall Washer

Standard 
installation

No border 
installation

www.emiluxled.com www.emiluxled.com

068067
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www.emiluxled.com

Custom protection

070069
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6 optical accessories
7 kinds of face ring accessories, more than 100 different combinations
Achieve precise control of beam angle and spot effect
Give space more vivid emotions

www.emiluxled.com www.emiluxled.com

072071
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Two styles

Frameless and narrow frame, adapt to different decoration styles

Standard installation: Does not destroy the overall sense of smallpox

No border installation: decorative ceiling

Standard 
installation

No border 
installation

www.emiluxled.com www.emiluxled.com
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Light source, deep hiding, anti dazzle
The whole series of products have excellent anti glare effect，with the shading angle greater 
than 40°and UGR less than 6

www.emiluxled.com www.emiluxled.com
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EM

Model Model

Model Model

Model Model

Model

E

Model Model

Model Model

Model Model

Model
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Model Model
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Model

Model Model

Model Model
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Model Model
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Model Model
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Model Model

Model Model
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Model Model
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Model Model

Model Model
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Model Model
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Model
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Power Height

Power Height
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Power Height
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Power Height
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EM EM

Power Height
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EM

Power Height
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Power Height
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Power Height
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156155

W
o
lf



60mm 5W

    Cut-out      Power    

    Product parameters      

Beam angle    

12°/15°/24°/36°Lens

Diffuser    

60mm 7W Lens

60mm 10W Lens

75mm 5W 12°/15°/24°/36°Lens

75mm 7W Lens

75mm 10W Lens

12°/15°/24°/36°

12°/15°/24°/36°

12°/15°/24°/36°

12°/15°/24°/36°

95mm 5W 12°/15°/24°/36°Lens

95mm 7W Lens

95mm 10W Lens

12°/15°/24°/36°

12°/15°/24°/36°

  Light
source      

CRI    

CITIZEN/CREE 90

Dimmable�

0-10V/DALI/Triac

25°

www.emiluxled.com
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Mirror Reflector Black Reflector Matt Silver Reflector Champagne 

Gold Reflector 

>9015° 24° 36°

EMM-R83 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<10

    Product parameters      

Ø83*96mm Ø75mm Fixed

EMM-R83 12 12W Ø85*111mm Ø75mm

D

H

EMM-R105 20 20W Ø105*120mm Ø95mm

EMM-R105 30 30W Ø105*130mm Ø95mm

>9015° 24° 36°

EMM-S83 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<10

    Product parameters      

83*83*96mm 75*75mm Fixed

EMM-S83 12 12W 83*83*111mm 75*75mm

EMM-S83 20 20W 105*105*120mm 95*95mm

EMM-S83 30 30W 105*105*130mm 95*95mm

D

H

www.emiluxled.com

Fixed

Fixed

Fixed

Fixed

Fixed

Fixed

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20

164163

M
u
n
ich



>9015° 24° 36°

EMM-WR83 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<10

    Product parameters      

Ø83*96mm Ø75mm Wall washer

EMM-WR83 12 12W Ø83*111mm Ø75mm

EMM-WR105 20 20W Ø105*120mm Ø95mm

EMM-WR105 30 30W Ø105*120mm Ø95mm

D

H

>9018° 25° 35°

EMM-WS83 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<10

    Product parameters      

83*83*96mm 75*75mm Wall washer

EMM-WS83 12 12W 83*83*111mm 75*75mm

EMM-WS105 20 20W 105*105*120mm 95*95mm

EMM-WS105 30 30W 105*105*130mm 95*95mm

D

H

www.emiluxled.com

Wall washer

Wall washer

Wall washer

Wall washer

Wall washer

Wall washer

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20

166165
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ich



>9015° 24° 36°

EMM-MR83 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<10

    Product parameters      

Ø83*94mm Ø75mm Adjustable

EMM-MR83 12 12W Ø83*109mm Ø75mm

EMM-MR105 20 20W Ø105*121mm Ø95mm

EMM-MR105 30 30W Ø105*131mm Ø95mm

D

H

25°

25°
D

H

>9018° 25° 35°

EMM-MS83 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<10

    Product parameters      

83*83*93mm 75*75mm

EMM-MS83 12 12W 83*83*108mm 75*75mm

EMM-MS105 20 20W 105*105*121mm 95*95mm

EMM-MS105 30 30W 105*105*131mm 95*95mm

Adjustable

www.emiluxled.com

Adjustable

Adjustable

Adjustable

Adjustable

Adjustable

Adjustable

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20

168167

M
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ich
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Face ring
Rubber cover

Spring

Padshim

Third optic

Honeycomb

Clear glass

Glass 

Lens second

Feflector second

Light source stationary barrie

First Optic Screw

Wire buckle

Heatsink

7W/12W

Screw

Screw

Screw

>9012° 23° 38°

D

H

EMP-R85 07 7W Ø85*78mm

EMP-R85 12

COB

12W Ø85*93mm

Ø75mm

Ø75mm

Fixed

Fixed

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<10

 

Ø75

    Product parameters      

D

H

 

75x75

>9012° 23° 38°

EMP-S85 07 7W 85*85*78mm

EMP-S85 12

COB

12W 85*85*93mm

75*75mm

75*75mm

Fixed

Fixed

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<10

    Product parameters      

D

H

>9012° 23° 38°

EMP-MR85 07 7W

EMP-MR85 12

COB

12W

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<10

    Product parameters      

EMP-MR105 20 20W

EMP-MR105 30

Ø85*78mm Ø75mm

Ø85*93mm Ø75mm

Ø105*85mm Ø95mm

Ø95mmØ105*96mm30W

Adjustable

Adjustable

Adjustable

Adjustable

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20

170169

M
u
n
ich
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>9012° 23° 38°

EMP-MS85 07 7W

EMP-MS85 12

COB

12W

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<10

    Product parameters      

EMP-MS105 20 20W

EMP-MS105 30

85*85*78mm Ø75mm

85*85*93mm Ø75mm

105*105*85mm Ø95mm

Ø95mm105*105*96mm30W

Adjustable

Adjustable

Adjustable

D

H

>9012° 23° 38°

EMP-ML168 14 2*7W

EMP-ML168 24

COB

2*12W

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<10

    Product parameters      

168*85*78mm 160*75mm

168*85*93mm 160*75mm

W

D

H

Adjustable

Adjustable

Adjustable

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20

172171

M
u
n
ich
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D
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Ø60

>9015°

EMT-R72 06 6W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<19

    Product parameters      

Ø72*80mm Ø60-67mm Adjustable

24° 36°

>9015°

EMT-R88 09 9W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<19

    Product parameters      

Ø88*83mm Ø75-83mm Adjustable

24° 36°

 

Ø75
D

H

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20

174173

M
u
n
ich
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Ø85

D

H

>9015°

EMT-R100 12 12W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<19

    Product parameters      

Ø100*95mm Ø85-95mm Adjustable

24° 36°

>9015°

EMT-R125 20 20W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<19

    Product parameters      

Ø125*106mm Ø105-120mm Adjustable

24° 36°

 

Ø105
D

H

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20

176175

M
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75x75
D

H

20°

 

φ75

 

75x75

>9015° 24° 36°

EML-R83 07 7W Ø83*83mm

EML-R83 12

COB

12W Ø83*98mm

Ø75mm

Ø75mm

Fixed

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<6

    Product parameters      

 

Ø75

D

H

>9015° 24° 36°

EML-S83 07 7W 83*83*83mm

EML-S83 12

COB

12W 83*83*98mm

75*75mm

75*75mm

Fixed

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<6

    Product parameters      

D

H

>9015° 24° 36°

EML-WR83 07 7W Ø83*87mm

EML-WR83 12

COB

12W Ø83*101mm

Ø75mm

Ø75mm

Wall washer

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<6

    Product parameters      

D

H

Wall washer

20°

>9015° 24° 36°

EML-WS83 07 7W 83*83*87mm

EML-WS83 12

COB

12W 83*83*101mm

75*75mm

 75*75mm

Wall washer

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<6

    Product parameters      

www.emiluxled.comwww.emiluxled.com

Fixed

Fixed

Wall washer

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

178177
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>9012° 24° 36°

EMV-MR85 06 6W

5050

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<16

    Product parameters      

Ø85*38mm Ø75mm Adjustable

60°

D

H

 

Ø75

>9012° 24° 36°

EMV-MS85 06 6W

5050

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<16

    Product parameters      

85*85*38mm Ø75mm Adjustable

60°

D

H

 

Ø75

>9012° 24° 36°

EMV-ML168 12 2x6W

5050

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<16

    Product parameters      

168*85*38mm 160*75mm Adjustable

60°

 

160x75
D

H

W

www.emiluxled.com

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

180179
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>9012° 24° 36°

EMV-MR85X 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<16

    Product parameters      

Ø85*65mm Ø75mm Adjustable

 

Ø75
D

H

EMV-MR85X 12 12W Ø85*65mm Ø75mm Adjustable

D

H

>9012° 24° 36°

EMV-MS85X 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<16

    Product parameters      

85*85*65mm Ø75mm Adjustable

 

Ø75

EMV-MS85X 12 12W 85*85*65mm Ø75mm Adjustable

 

160x75

W

D

H

>9012° 24° 36°

EMV-ML168�14 2x7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<16

    Product parameters      

168*85*65mm 160*75mm Adjustable

EMV-ML168 24 2x12W 168*85*65mm 160*75mm Adjustable

www.emiluxled.com

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

182181
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>9015° 24° 36°

EMR-R72 06 6W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<19

    Product parameters      

Ø72*64mm Ø60-67mm Fixed

D

H

>9015° 24° 36°

EMR-R88 12 12W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole

Lighting
direction 

    Beam angle          CRI          UGR      

<19

    Product parameters      

Ø88*69mm Ø75-83mm Fixed

D

H

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

184183

M
u
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Ø55
D

H

>9015° 24° 36°

EMF-R60 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<19

    Product parameters      

Ø60*38mm Ø55mm Fixed

 

Ø65

>9015° 24° 36°

EMF-R70 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<19

    Product parameters      

Ø70*36mm Ø65mm Fixed

D

H

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

186185

M
u
n
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Ø75

>9015° 24° 36°

EMF-R82 12 12W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<19

    Product parameters      

Ø82*40mm Ø75mm Fixed

D

H

 

Ø95

>9015° 24° 36°

EMF-R102 20 20W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<19

    Product parameters      

Ø102*46mm Ø95mm Fixed

D

H

www.emiluxled.com

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

188187
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>9015° 24° 36°

EMT2-R60 06 6W

5050

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<13

    Product parameters      

Ø60*52mm Ø55mm Adjustable

D

H

D

H

>9015° 24° 36°

EMT2-R80 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<13

    Product parameters      

Ø80*53mm Ø75mm Adjustable

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

190189

M
u
n
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>9015° 24° 36°

EMT2-R90 12 12W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<13

    Product parameters      

Ø90*58mm Ø85mm Adjustable

D

H

>9015° 24° 36°

EMT2-R100 20 20W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<13

    Product parameters      

Ø100*63mm Ø95mm Adjustable

D

H

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

192191
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>9060°

EMTM-R60 05 5W

2835

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<13

    Product parameters      

Ø60*40mm Ø55mm Fixed

D

H

>9060°

EMTM-R80 07 7W

2835

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<13

    Product parameters      

Ø80*45mm Ø75mm Fixed

D

H

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

194193

M
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>9060°

EMTM-R90 12 12W

2835

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<13

    Product parameters      

Ø90*48mm Ø85mm Fixed

D

H

>9060°

EMTM-R100 20 20W

2835

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<13

    Product parameters      

Ø100*53mm Ø95mm Fixed

D

H

www.emiluxled.com

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

196195

M
u
n
ich
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>903.6°

EMN-R60 03 3W

3535

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<13

    Product parameters      

Ø60*52mm Ø55mm Fixed

>903.6°

EMN-R65 03 3W

3535

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

<13

    Product parameters      

Ø65*52mm Ø55mm Fixed

D

H

D

H

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

198197

M
u
n
ich
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>9015°

EMRM-ME82 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

< 6

    Product parameters      

Ø82*94mm Ø75mm Adjustable

D

H

24° 36°

25°

EMRM-ME82 12 12W Ø82*109mm Ø75mm Adjustable

D

H

>9015°

EMRM-MN82 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

< 6

    Product parameters      

Ø82*94mm Ø75mm Fixed

24° 36°

EMRM-MN82 12 12W Ø82*109mm Ø75mm Fixed

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

200199

M
u
n
ich
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>9015°

EMRM-MR82 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

< 10

    Product parameters      

Ø82*94mm Ø75mm Adjustable

24° 36°

25°

EMRM-MR82 12 12W Ø82*109mm Ø75mm Adjustable

>9015°

EMRM-MS82 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

< 6

    Product parameters      

82*82*94mm 75*75mm Adjustable

24° 36°

EMRM-MS82 12 12W 82*82*109mm 75*75mm

D

H

D

H

25°

Adjustable

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

202201

M
u
n
ich
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D

H

>9012°

EMC-R85 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

< 10

    Product parameters      

Ø85*65mm Ø75mm Fixed 

23° 38°

EMC-R85 12 12W Ø85*65mm Ø75mm

 

Ø75

D

H

Fixed 

>9012°

EMC-S85 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

< 10

    Product parameters      

85*85*65mm 75*75mm Fixed 

23° 38°

EMC-S85 12 12W 85*85*65mm 75*75mm Fixed 

 

75x75

>9012°

EMC-L168 14 2*7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
hole�

Lighting
direction 

    Beam angle          CRI          UGR      

< 10

    Product parameters      

168*85*65mm 160*75mm Fixed

23° 38°

EMC-L168 24 2*12W 160*75mm

 

160x75D

H

W

168*85*65mm Fixed

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

204203

M
u
n
ich
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206205
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EM

EM EM

EM EM

EM

EM

EM

EM EM
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EM EM

EM EM

EM

EM EM

EM
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EM
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EM EM
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EM EM

EM EM EM EM

EM EM

EM EM

EM
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EM

EM

EM

228227
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EM
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>9010°

EMX-R35 03 3W

3030

    Model      

Light source 

Power    Size
(DxH)    

Cut
out�

Lighting
direction 

    Beam angle          CRI          UGR      

<10

    Product parameters      

Ø35*45mm Ø30mm Fixed

 

Ø30

D

H

D

H

Adjustable

>9010°

EMX-MR35 03 3W

3030

    Model      

Light source 

Power    Size
(DxH)    

Cut
out�

Lighting
direction 

    Beam angle          CRI          UGR      

<10

    Product parameters      

Ø35*47mm Ø30mm

 

Ø30

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

234233

R
o
m

e



D

H

D

H

>9015°

EMX-R55 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
out�

Lighting
direction 

    Beam angle          CRI          UGR      

<10

    Product parameters      

Ø55*60mm Ø50mm Fixed

Adjustable

>90

EMX-MR55 07 7W

    Model      

Light source 

Power    Size
(DxH)    

Cut
out�

Lighting
direction 

    Beam angle          CRI          UGR      

<10

    Product parameters      

Ø55*60mm Ø50mm

>908°

EMX-R45 03 3W

3030

    Model      

Light source 

Power    Size
(DxH)    

Cut
out�

Lighting
direction 

    Beam angle          CRI          UGR      

<10

    Product parameters      

Ø45*45mm Ø40mm Fixed

 

Ø40

24°

>908°

EMX-MR45 03 3W

3030

    Model      

Light source 

Power    Size
(DxH)    

Cut
out�

Lighting
direction 

    Beam angle          CRI          UGR      

<10

    Product parameters      

Ø45*47mm Ø40mm

 

Ø40

24°

Adjustable

 

Ø50
D

H

D

H

24°

15° COB24°

 

Ø50

www.emiluxled.comwww.emiluxled.com

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

236235

R
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m

e



>9045° COB

Light source     Beam angle          CRI          UGR      

< 21

D

H

EMH-R100 05 5W

    Model      Power    Size
(DxH)    

Cut
out�

Lighting
direction 

    Product parameters      

Ø100*55mm Ø75-90mm Fixed

EMH-R120 07 7W Ø120*62mm Ø95-110mm Fixed

EMH-R140 12 12W Ø140*71mm Ø115-130mm Fixed

EMH-R160 18 18W Ø160*78mm Ø135-150mm Fixed

EMH-R185 24 24W Ø185*90mm Ø155-175mm Fixed

EMH-R220 30 30W Ø220*105mm Ø195-210mm Fixed

www.emiluxled.com

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20/44

238237

R
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Track
Using high-quality LED chips, the light color is pure with excellent color 

consistency and high CRI.

Precise optical design, pure light color, perfect light spot to create excellent 

lightings.

Professional design is beneficial to heat dissipation, effectively extend the 

lifespan of the lamp.

To meet the needs of accent lighting in different occasions, the direction of 

projection will not be changed due to the weight of the lamp holder for a long time.

Applicable places: clothing stores, boutiques, supermarkets, etc.

246245
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5000K
CW

4000K
NW

3000K
WW

Installatipn

Track mounting

EMT-101-1 EMT-101-2 EMT-101-3

Ceiling mounting

Recessed mounting 75 75 75

White Black

EMT-101-1 8W >83lm/W

    Model      Power    Lumen�

    Product parameters      

Beam angle    

10°/15°/24°/38°/60°

  Light
source      

CRI    

CREE >80/90

Input 
Voltage�

AC220-240V

Track�Adaptor�

2wire/3wire/4wire

EMT-101-2 12W >83lm/W10°/15°/24°/38°/60°

EMT-101-3 12W >83lm/W10°/15°/24°/38°/60°

Product details

www.emiluxled.com

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

80
CRI

IC IP
20

248247
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EMT113-1 EMT113-2 EMT113-3

White Black

EMT108-1 EMT108-2 EMT108-3

www.emiluxled.com

Product details

5000K
CW

4000K
NW

3000K
WW

White Black

EMT108-1 20W >83lm/W

    Model      Power    Lumen�

    Product parameters      

Beam angle    

10°/24°/38°

  Light
source      

CRI    

CREE >80

Input 
Voltage�

AC220-240V

Track�Adaptor�

2wire/3wire/4wire

EMT108-2 30W >83lm/W

EMT108-3 40W >83lm/W

10°/24°/38°

10°/24°/38°

www.emiluxled.com

Product details

5000K
CW

4000K
NW

3000K
WW

EMT113-1 20W >83lm/W

    Model      Power    Lumen�

    Product parameters      

Beam angle    

10°/24°/38°

  Light
source      

CRI    

CREE >80

Input 
Voltage�

AC220-240V

Track�Adaptor�

2wire/3wire/4wire

EMT113-2 30W >83lm/W

EMT113-3 40W >83lm/W

10°/24°/38°

10°/24°/38°

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

80
CRI

IC IP
20

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

80
CRI

IC IP
20

250249
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30W   3000K   38°   2561lm

71.25cm4782lx

142.50cm1196lx

213.75cm531.4lx

285.00cm298.9lx

1m

2m

3m

4m

5m 356.25cm191.3lx

Diameter

30° 30°

60° 60°

30W   3000K   24°   2541lm

38.32cm10490lx

76.64cm2622lx

114.96cm1166lx

153.28cm655.6lx

1m

2m

3m

4m

5m 191.60cm419.6lx

Diameter

30° 30°

60° 60°

30W   3000K   15°   2461lm

33.78cm13724lx

67.56cm3431lx

101.33cm1525lx

135.11cm857.8lx

1m

2m

3m

4m

5m 168.89cm549.0lx

Diameter

30° 30°

60° 60°

34

90°
350°

2
8

Ø70

162

2
3
0

1
5
5

White Black

www.emiluxled.com

5000K
CW

4000K
NW

3000K
WW

White Black

EMT106 40W >83lm/W

    Model      Power    Lumen�

    Product parameters      

Beam angle    

10°/24°/38°

  Light
source      

CRI    

CREE >80

Input 
Voltage�

AC220-240V

Track�Adaptor�

2wire/3wire/4wire

www.emiluxled.com

5000K
CW

4000K
NW

3000K
WW

EMT115 30W >80lm/W

    Model      Power    Lumen�

    Product parameters      

Beam angle    

15°/24°/38°

  Light
source      

CRI    

CREE >80

Input 
Voltage�

AC220-240V

Track�Adaptor�

2wire/3wire/4wire

    Light distribution curve      

Product details

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

80
CRI

IC IP
20

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

80
CRI

IC IP
20

252251
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EM

EM

Power Height
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>9015° 24° 36°

EM-CR55 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
out�

Lighting
direction 

    Beam angle          CRI          UGR      

<10

    Product parameters      

Ø55*134mm Ø75mm Recessed

D

H

EM-CR55 12 12W Ø55*178mm Ø75mm

EM-CR75 20 20W Ø75*166mm Ø75mm

D

H

>9015° 24° 36°

EM-SR55 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Lighting
direction 

    Beam angle          CRI          UGR      

<10

    Product parameters      

Ø55*134mm Surfce mounted

EM-SR55 12 12W Ø55*178mm

EM-CR75 20 20W Ø75*166mm

Surfce mounted

Surfce mounted

Recessed

Recessed

www.emiluxled.com

Family design

Recessed Surface mounted PendantTrack 

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20

260259
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>9012°

EM-SR78 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Lighting
direction 

    Beam angle          CRI          UGR      

< 10

    Product parameters      

Ø78*110mm Surfce mounted 

23° 38°

EM-SR78 12 12W Ø78*110mm

D

H

Surfce mounted 

>9012°

EM-SS78 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Lighting
direction 

    Beam angle          CRI          UGR      

< 10

    Product parameters      

78*78*110mm Surfce mounted 

23° 38°

EM-SS78 12 12W 78*78*110mm Surfce mounted 

D

H

www.emiluxled.com

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20

262261
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LAMP                                              LED POWER       FLUX         CCT           CRI       SYSTEM POWER       DRIVER    

LAMP                                              LED POWER       FLUX        CCT           CRI       SYSTEM POWER        DRIVER    

WU/WU WU/BK WU/SV WU/GD BK/BK BK/WU BK/SV BK/GD

BXRA-30E0800-B 15W 1553 lm 3000K 90 18W HEP -LMC15W700-Z

EM-1201BR

WU/WU

MATERIAL COLOUR

ACCESSORIES

MATERIAL COLOUR

ACCESSORIES

BXRA-30E0800-B 2X15W 3106lm 3000K 90 34W

EM-1211BR

HEP -LCC30W700

WU/BK WU/SV WU/GD BK/BK BK/WU BK/SV BK/GD

IP20 www.emiluxled.com

284283

U
F
O



LAMP                                              LED POWER       FLUX         CCT           CRI       SYSTEM POWER       DRIVER    

LAMP                                              LED POWER       FLUX        CCT           CRI       SYSTEM POWER        DRIVER    

BXRA-30E0800-B 15W 1553 lm 3000K 90 18W HEP -LMC15W700-Z

EM-1101BR

MATERIAL COLOUR

MATERIAL COLOUR

BXRA-30E0800-B 2X15W 3106 lm 3000K 90 34W HEP -LCC30W700

EM-1111BR

WU/WU WU/BK WU/SV WU/GD BK/BK BK/WU BK/SV BK/GD

WU/WU

ACCESSORIES

ACCESSORIES

WU/BK WU/SV WU/GD BK/BK BK/WU BK/SV BK/GD

IP20 www.emiluxled.com
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LAMP                                              LED POWER       FLUX         CCT           CRI       SYSTEM POWER       DRIVER    

LAMP                                              LED POWER       FLUX        CCT           CRI       SYSTEM POWER        DRIVER    

BXRA-30E0800-B 15W 1553 lm 3000K 90 18W HEP -LMC15W700-Z

EM-0601BR

MATERIAL COLOUR

MATERIAL COLOUR

BXRA-30E0800-B 2X15W 3106 lm 3000K 90 34W

EM-0611BR

HEP -LCC30W700

WU/WU WU/BK WU/SV WU/GD BK/BK BK/WU BK/SV BK/GD

WU/WU

ACCESSORIES

ACCESSORIES

WU/BK WU/SV WU/GD BK/BK BK/WU BK/SV BK/GD

IP20 www.emiluxled.com
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LAMP                                              LED POWER       FLUX         CCT           CRI       SYSTEM POWER       DRIVER    

LAMP                                              LED POWER       FLUX        CCT           CRI       SYSTEM POWER        DRIVER    

BXRA-30E0800-B 15W 1553 lm 3000K 90 18W HEP -LMC15W700-Z

EM-0701BR

MATERIAL COLOUR

MATERIAL COLOUR

BXRA-30E0800-B 2X15W 3106 lm 3000K 90 34W

EM-0711BR

HEP -LCC30W700

WU/WU WU/BK WU/SV WU/GD BK/BK BK/WU BK/SV BK/GD

WU/WU

ACCESSORIES

ACCESSORIES

WU/BK WU/SV WU/GD BK/BK BK/WU BK/SV BK/GD

IP20 www.emiluxled.com
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LAMP                                              LED POWER       FLUX         CCT           CRI       SYSTEM POWER       DRIVER    

BXRA-30E0800-B 4X15W 6212 lm 3000K 90 68W HEP -LCC30W700*2

EM-0720BR

MATERIAL COLOUR

WU/WU

ACCESSORIES

WU/BK WU/SV WU/GD BK/BK BK/WU BK/SV BK/GD

IP20 www.emiluxled.com

292291
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The exquisite electroplating surface treatment art, using the unique nano dust - proof 
technology, the reflector surface has long been like new, it is also wear-resistant and 
anti-hard scratches.
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EM08610W-R 10W

    Model      Power    

    Product parameters      

Beam angle    

17°/25°/36°/60°

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 AC220-240V 0-10V/DALI/Triac

10W

15W

15W

    Product parameters      

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 AC220-240V 0-10V/DALI/Triac

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20

10W   3000K   25°   565lm

15W   3000K   25°   1037lm

10W   3000K   36°   557lm

15W   3000K   36°   1013lm

10W   3000K   60°   564lm

15W   3000K   60°   983lm

10W   3000K   17°   527lm

15W   3000K   17°   986lm

15W   3000K   36°   1013lm

20W   3000K   36°   1188lm

25W   3000K   36°   1514lm

15W   3000K   25°   1037lm

20W   3000K   25°   1071lm

25W   3000K   25°   1356lm

15W   3000K   60°   983lm

20W   3000K   60°   1492lm

25W   3000K   60°   1916lm

15W   3000K   17°   986lm

20W   3000K   17°   1103lm

25W   3000K   17°   1391lm

EM08610W-S

EM08715W-R

EM08715W-S

EM08815W-R 15W

    Model      Power    Beam angle    

17°/25°/36°/60°

15W

20W

20W

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

EM08815W-S

EM08920W-R

EM08920W-S

25W

25W

17°/25°/36°/60°

17°/25°/36°/60°

EM09025W-R

EM09025W-S

S
yd

n
e
y

298297



25W   3000K   60°   1916lm

30W   3000K   60°   1492lm

35W   3000K   60°   1916lm

25W   3000K   36°   1514lm

30W   3000K   36°   1414lm

35W   3000K   36°   1797lm

25W   3000K   25°   1356lm

30W   3000K   25°   1425lm

35W   3000K   25°   1660lm

25W   3000K   17°   1391lm

30W   3000K   17°   1460lm

35W   3000K   17°   1629lm

www.emiluxled.com

EM09125W-R 25W

    Model      Power    

    Product parameters      

Beam angle    

17°/25°/36°/60°

    Light distribution curve      

IP 
Grade�

  Light
source      

CRI    

CITIZEN 90

Input 
Voltage�

Dimmable�

20 AC220-240V 0-10V/DALI/Triac

25W

30W

30W

17°/25°/36°/60°

17°/25°/36°/60°

17°/25°/36°/60°

007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20

EM09125W-S

EM09230W-R

EM09230W-S

160mm 160×160mm

35W

35W

17°/25°/36°/60°

17°/25°/36°/60°

EM09335W-R

EM09335W-S

S
yd

n
e
y

300299
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007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20

S
yd

n
e
y

D

H

/

>9015°

EMF-S83 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
out�

Lighting
direction 

    Beam angle          CRI          UGR      

<10

    Product parameters      

83*83*105mm Fixed

24° 36°

/EMF-WS83 12 12W Fixed83*83*105mm

D

H

/

>9015°

EMW-S83 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
out�

Lighting
direction 

    Beam angle          CRI          UGR      

<10

    Product parameters      

83*83*105mm Wall washer

24° 36°

/EMW-WS83 12 12W 83*83*105mm Wall washer

/

>9015°

EMS-L159 14 2*7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
out�

Lighting
direction 

    Beam angle          CRI          UGR      

<10

    Product parameters      

159*83*105mm Fixed

24° 36°

/EMS-L159 24 2*12W Fixed

D

H

W

159*83*105mm

302301
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007 K2

S M O O T H

DIM

40°
30°

+-
DimmableCOI

90
CRI

IC IP
20

S
yd

n
e
y

/

>9015°

EMF-R79 07 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
out�

Lighting
direction 

    Beam angle          CRI          UGR      

<10

    Product parameters      

Ø79*155mm Fixed

D

H

24° 36°

/EMF-R79 12 12W Ø79*155mm Fixed

/

>9015°

EMW-WR79 20 7W

COB

    Model      

Light source 

Power    Size
(DxH)    

Cut
out�

Lighting
direction 

    Beam angle          CRI          UGR      

<10

    Product parameters      

Ø79*155mm Wall washer

D

H

24° 36°

/EMW-WR79 30 12W Ø79*155mm Wall washer

304303
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We are the big family

A hallmark of our approach is we like to design our products in families.

This approach enables designers to solve all types of lighting challenges 

using a single, consistent but scalable form.
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Optical flwxibility

Wide flood 

A standard wide optic is the best option for 

achieving efficient general lighting with excellent 

uniformity. 

Asymmetric wallwash

Unmatched asymmetric wallwash allows even 

illumination of walls, with exceptional uniformity 

greater than 0.38 [Min./Max.] at a setback of 

1/7 the wall height. This optic is also suitable 

for shelving and whiteboards.

Narrow flood

A narrow 30-degree flood is recom-mended for 

high-ceiling applications or to direct a more 

focused beam of light onto work surfaces and 

table tops.

  
A wide flood is suitable for indirect,high-ceiling 

applications where lumi-naires are suspended further 

than 600 mm from the ceiling.

Wide flood 

336335
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Step 1

Screw copper parts (B) on the ceiling with screws.

Step 2

Tighten the steel wire through the copper part (C) 

and the telescopic part (J) with the copper part (B).

Step 3

The power cord goes through the electrical box (D) 

and is connected to the power AC~.

Step 4

The copper parts (J) are screwed up with the screws 

on the lamp body, and the luminaire is installed. 

Step 1

Screw the hanging plate (A) and the copper piece (B) on 

the ceiling respectively, and buckle the K button on 

the back of the lamp. 
Step 2

The steel wire passes through the copper part (C) 

and the telescopic part (J), and one end is tightly 

twisted with the copper piece (B). 
Step 3

The power cord goes through the electrical box (D) 

and is connected to the power AC~.

Step 4

The copper parts (C), the electrical box (D) and 

the hanging plate (A) are screwed tightly, and the 

lamps and lanterns are installed. 

Method 3 Method 4

Step 1

Screw the hanging plate (A) and the copper piece (B) 

on the ceiling respectively, and buckle the K button on 

the back of the lamp. 

Step 2

The steel wire passes through the copper part (C) 

and the telescopic part (J), and then tightens the 

copper part (C) and the copper piece (B). 

Step 3

Connection power supply AC, installation of 

lamps and lanterns.

Step 1

Fix the hanging plate (A) on the ceiling with screws, 

and buckle the K button on the back of the lamp. 

Step 2

The steel wire is passed through the copper ( C ) 

and the telescopic ( J ).

Step 3

The power cord goes through the electrical box (D) 

and is connected to the power AC~.

Step 4

The copper parts (C), the electrical box (D) and the 

hanging plate (A) are screwed tightly, and the lamps 

and lanterns are installed. 

Method 1 Method 2

A
D

B

J

C

K

A

D

J

C

K

Installation method of Pendant

D

B

J

K

C

A
D

B

J

C

K
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Step 1

Open the hole on the ceiling and hole in the reference 

hole (B), and insert the wood screw plastic bushing (A) 

into the hole. 

Step 2

The lower cover (D) is connected to the power line 

AC~ by suction cup (E), and the lamp (B) is fixed 

on the ceiling with self tapping screws (C). 

Step 3

Cover the face mask (D), the lamps and lanterns 

are installed.

Step 1

Open the hole on the ceiling and hole in the reference 

hole (B), and insert the wood screw plastic bushing 

(A) into the hole. 

Step 2

The lower cover (D) is connected to the power line 

AC~ by suction cup (E),and the lamp (B) is fixed 

on the ceiling with self tapping screws (C). 

Step 3

Cover the face mask (D), the lamps and lanterns 

are installed.

Method 2Method 1

A

B

C

D

E

A

B

C

D

E

Installation method of Surface

Step 1

Fix the adjusting screw (A) through the 

installation shrapnel (D) and the upper 

and lower adjusting nuts (E). 

Step 2

The adjusting nut (E) is screwed into the adjusting 

screw (A) and then put into the hanging plate 

bracket (D), and a plurality of adjusting nuts (E) 

is used to fix the hanging plate bracket (D). 

Step 3

By adjusting the upper and lower 2 adjusting 

nuts (E), the lifting and hanging bracket (D) is 

realized to achieve the parallel of the luminaire 

(E) and the aluminum side pass (F). 

Step 4

Connection power supply AC, installation of 

lamps and lanterns.

Step 1

The adjusting screw (A) is swirled into the hanging 

plate support (D).

Step 2

Adjust the nut (E) precession adjustment screw (A) 

and then put it into the hanging plate bracket (D),then 

add a multiple adjusting nut (E) to fix the hanging 

plate bracket (D) 
.

Step 3

By adjusting the upper and lower 2 adjusting nuts (E), 

the lifting and hanging bracket (D) is realized to 

achieve the parallel of the luminaire (E) and the 

aluminum side pass (F).

Step 4

Connection power supply AC, installation of lamps 

and lanterns.

Installation method of Aluminum side pass

Method 1 Method 2

A

B
C

D

E

F

A
B

C

D

E

F

www.emiluxled.comwww.emiluxled.com
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Remove mask D 
with suction cup E



A

D

C

F
E

I

H
G

B

A

G
F

E

B

C

D
N

L

Step 1

Open the hole (WxL) on the ceiling.

Step 2

Input the AC of the luminaire to the necklace and the electric 

Necklace.

Step 3

Fit the spring openings on the lamp body into the opening and 

adjust the evenness.

Step 4

The installation of the lamps and lanterns is completed.

Method 1 Method 2

Step 1

Open the hole on the ceiling (F). The size of the 

opening is based on the size of the lamp (B).

Step 2

The mounting bracket (G) is fixed on the ceiling (F) 

with screws (A), as shown in P1. The distance between 

the fixed positions refers to the fixed hole spacing at the 

bottom of the luminaire (B). 

Step 3

The lower cover (D) is connected to the power cord 

AC~ by suction cup (E), and the lamp (B) is fixed to 

the mounting bracket (G) by screws (C), as shown 

in P2. 

Step 4

Cover the face mask (D), the lamps and lanterns are installed.

Step 1

First, (A) and (B)are locked on the ceiling with screws.

Step 2

Tighten and fix the elastic buttons (K) and the 

telescopic copper parts (J), then clip them from 

the back of the lamp, then wire the copper wire 

through the copper parts (C) and the telescopic 

copper parts (J). 

Step 3

The lamps and lanterns are screwed into copper pieces 

(B) by copper parts (C), and then hanged up in turn. 

Step 4

Connect the lamps and lanterns, first take out the 

mask (G) with a sucker (H), then insert the line in the 

corresponding label to insert it, and then insert the 

connector (E) and (F) into the lamps and insert them 

into the lamp. When they are connected to each other, 

it is necessary to close the lamp to the connection 

and wrench with the wrench (I). 

Step 5

Adjust the height and adjust the copper wire rope of 

the whole lamp belt through the telescopic parts 

according to the actual needs. 

Step 6

Connect the AC power cord through the suction cap 

and connect to the AC220V, and cover all the mask 

(G) to the luminaire. 

P1

P2

Installation method of Recessed Installation method of Seamless splicing

www.emiluxled.comwww.emiluxled.com
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High-end Customized

series

Suitable for airports, high-speed rail stations, stores, showrooms, homes, 

offices, schools, factories, hospitals, libraries, supermarkets, subways, hotels, 

restaurants, lighting, etc., Save energy and long lifespan.
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The effect in space

EMILUX lighting has the flexibility to adapt to every new situation and react to 
changing requirements in a room – whether you want to evenly light an entire 
wall or accentuate a particular object. 

COB linear Display

SMD linear Display

Track lighting Display Wallwasher Display

346345
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EMD918 Family 

EMD918G/5T+LED   DIY

EMD918

EMD918G/1T+LED   DIY

EMD918P   DIY

COB linear spotlight

30W / 120cm, 10W for a section (5pes)

20W / 120cm, 10W for a section (5pes)

30W / 120cm

SMD linear lightingTrack lighting can be added

Track lighting can be added

Track lighting can be added

Track lighting can be added

COB linear spotlight

Wallwasher lighting

30W / 120cm, 10W for a section

FEATURE

The modular structure of the system makes it easy to expand and adapt to various needs.

 
 

Modularity helps designers adapt the system to the appropriate space, and it is easier to manufacture and install on site.

 

 

The multi angle connector ensures fast and convenient installation, and makes the shape to achieve ever-changing effect,

more in line with the lighting requirements of modern office environment. 

66

43

132

285

132
Installation

Pendant/ Surface/ Recessed/Aluminum side pass

www.emiluxled.comwww.emiluxled.com

High-end Customized series
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Power

1250 lm

1650 lm

2460 lm

3750 lm

Flux

589x43x66mm

879x43x66mm

1169x43x66mm

1459x43x66mm

Size(LxWxH) Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap Material

Die casting aluminum

Body Material

6063 Aluminum

15W

20W

30W

45W

SPECIFICATION

H(m) D(cm) Emax(lux)

533.4

133.4

59.3

33.3

21.3

258.8

517.5

776.3

1035.1

1293.9

1

2

3

4

5

150°

120°

90°

60°

cd/klm

20W/1650 lm α�120°

150°180°

0° 30°

107.9

215.8

323.8

431.7

EMD918

Installation

Pendant/ Surface/ Recessed/Aluminum side pass

1/2/3 1 1 2

FEATURE

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

PHOTOMETRIC

255x43x66 mm x4

255x43x66 mm x3

305x43x66 mm x2

288x43x66 mm x3

312x43x66 mm x2

CONNECTION  MODULE

X-module Size(LxWxH)Model Power

30W 2460lm

Flux

T-module Size(LxWxH)Model Power

15W 1250lm

Flux

L-module Size(LxWxH)Model

L connector

Power

15W 1250lm

Flux

Y-module Size(LxWxH)Model Power

22W 1833lm

Flux

120°-module Size(LxWxH)Model

120 rotate 
connector

Power

15W 1250lm

Flux

A standard wide optic is the best option for achieving efficient 

general lighting with excellent uniformity.

H

W

www.emiluxled.comwww.emiluxled.com

High-end Customized series
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X connector

Y connector



Power Flux Size(LxWxH) Diffuser MaterialDimmingColour CCT End Cap MaterialBody Material

SPECIFICATION

H(m) D(cm) Emax(lux)

16950.1

4237.5

1883.3

1059.4

678

33.8

67.7

101.5

135.3

169.1

1

2

3

4

5

150°

120°

90°

60°

cd/klm

30W/2460 lm α�20°

150°180°

0° 30°

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

2460 lm 1169x43x66mm 6063 Aluminum
Dail 1-10V Dim 

Switch

3000K

4000K
Die casting aluminum6063 Aluminum30W

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

PHOTOMETRIC

1/2/3 2 1 2

COB linear spotlight

30W / 120cm, 10W for a section (5pes)

Track lighting can be added

132

Installation

Pendant/ Surface/ Recessed/Aluminum side pass

FEATURE

A narrow 30-degree flood is recom-mended for high-ceiling 

applications or to direct a more focused beam of light onto work 

surfaces and table tops.

3529.2

7058.4

10587.6

14116.8

H

W

10

EMD918G/5T   DIY

www.emiluxled.comwww.emiluxled.com

High-end Customized series
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Power Flux Size(LxWxH) Diffuser MaterialDimmingColour CCT End Cap MaterialBody Material

SPECIFICATION

EMD918G/1T   DIY

1800 lm 1169x43x66mm 6063 Aluminum
Dail 1-10V Dim 

Switch

3000K

4000K
Die casting aluminum6063 Aluminum20W

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

PHOTOMETRIC

1/2/3 2 1 2

20W / 120cm, 10W for a section (5pes)

Track lighting can be added COB linear spotlight

285

Installation

Pendant/ Surface/ Recessed/Aluminum side pass

FEATURE

A narrow 30-degree flood is recom-mended for high-ceiling 

applications or to direct a more focused beam of light onto work 

surfaces and table tops.

H

W

H(m) D(cm) Emax(lux)

6415.8

1604

712.9

401

256.6

31

62

92.9

123.9

154.8

1

2

3

4

5

150°

120°

90°

60°

cd/klm

20W/1800 lm α�20°

150°180°

0° 30°

1366.8

2733.6

4100.3

5467.1

07

www.emiluxled.comwww.emiluxled.com

High-end Customized series
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Power

2460 lm

Flux

1169x43x66mm

Size(LxWxH) Diffuser Material

6063 Aluminum

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

End Cap Material

Die casting aluminum

Body Material

6063 Aluminum30W

SPECIFICATION

H(m) D(cm) Emax(lux)

598

150

66

37

24

190.8

381.6

572.4

763.2

954

1

2

3

4

5

150°

120°

90°

60°

cd/klm

30W/2460 lm α�80°

150°180°

0° 30°

EMD918P   DIY
H

IP20CRI
>82

100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

PHOTOMETRIC

Track lighting can be added Wallwasher lighting

30W / 120cm, 10W for a section

132

1/2/3 2 1 2

Installation

Pendant/ Surface/ Recessed/Aluminum side pass

FEATURE

Unmatched asymmetric wallwash allows even illumination of walls,

with exceptional uniformity greater than 0.38 [Min./Max.] at 

a setback of 1/7 the wall height. This optic is also suitable for 

shelving and whiteboards.

H

W

177

355

532

710

www.emiluxled.comwww.emiluxled.com
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EMX918 Family 

EMX918G/5T+LED   DIY

EMX918

EMX918G/1T+LED   DIY

EMX918P   DIY

COB linear spotlight

30W / 120cm, 10W for a section (5pes)

20W / 120cm, 10W for a section (5pes)

30W / 120cm

SMD linear lightingTrack lighting can be added

Track lighting can be added

Track lighting can be added

Track lighting can be added

COB linear spotlight

Wallwasher lighting

30W / 120cm, 10W for a section

FEATURE

132

285

132

66

58

43
Installation

Recessed

The modular structure of the system makes it easy to expand and adapt to various needs.

 
 

Modularity helps designers adapt the system to the appropriate space, and it is easier to manufacture and install on site.

 
 

The multi angle connector ensures fast and convenient installation, and makes the shape to achieve ever-changing effect, 

more in line with the lighting requirements of modern office environment. 

SPECIFICATION

www.emiluxled.comwww.emiluxled.com

High-end Customized series
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EMX918

Power

1250 lm

1650 lm

2460 lm

3750 lm

Flux

600x58x66mm

890x58x66mm

1180x58x66mm

1470x58x66mm

Size(LxWxH) Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap Material

Die casting aluminum

Body Material

6063 Aluminum

15W

20W

30W

45W

H

W

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

PHOTOMETRIC

2

255x58x66 mm x4

255x58x66 mm x3

312x58x66 mm x2

288x58x66 mm x3

312x58x66 mm x2

CONNECTION  MODULE

X-module Size(LxWxH)Model Power

30W 2460lm

Flux

T-module Size(LxWxH)Model Power

15W 1250lm

Flux

L-module Size(LxWxH)Model Power

15W 1250lm

Flux

Y-module Size(LxWxH)Model Power

22W 1833lm

Flux

120°-module Size(LxWxH)Model Power

15W 1250lm

Flux

Installation

Recessed

FEATURE

A standard wide optic is the best option for achieving efficient 

general lighting with excellent uniformity.

H(m) D(cm) Emax(lux)

533.4

133.4

59.3

33.3

21.3

258.8

517.5

776.3

1035.1

1293.9

1

2

3

4

5

150°

120°

90°

60°

cd/klm

20W/1650 lm α�120°

150°180°

0° 30°

107.9

215.8

323.8

431.7

www.emiluxled.comwww.emiluxled.com
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L connector

120 rotate 
connector

T connector

X connector

Y connector



EMX918G/5T   DIY
Power

2460 lm

Flux

1180x58x66mm

Size(LxWxH) Diffuser Material

6063 Aluminum

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

End Cap Material

Die casting aluminum

Body Material

6063 Aluminum30W

H

W

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

2

COB linear spotlight

30W / 120cm, 10W for a section (5pes)

Track lighting can be added

132

Installation

Recessed

FEATURE

A narrow 30-degree flood is recom-mended for high-ceiling 

applications or to direct a more focused beam of light onto work 

surfaces and table tops.

H(m) D(cm) Emax(lux)

16950.1

4237.5

1883.3

1059.4

678

33.8

67.7

101.5

135.3

169.1

1

2

3

4

5

150°

120°

90°

60°

cd/klm

30W/2460 lm α�20°

150°180°

0° 30°

PHOTOMETRIC

3529.2

7058.4

10587.6

14116.8

www.emiluxled.comwww.emiluxled.com

High-end Customized series

362361

L
e
o



EMX918G/1T   DIY Power

1800 lm

Flux

1180x58x66mm

Size(LxWxH) Diffuser Material

6063 Aluminum

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

End Cap Material

Die casting aluminum

Body Material

6063 Aluminum20W

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

20W / 120cm, 10W for a section (5pes)

Track lighting can be added COB linear spotlight

285

2

Installation

Recessed

FEATURE

A narrow 30-degree flood is recom-mended for high-ceiling 

applications or to direct a more focused beam of light onto work 

surfaces and table tops.

H

W

PHOTOMETRIC

H(m) D(cm) Emax(lux)

6415.8

1604

712.9

401

256.6

31

62

92.9

123.9

154.8

1

2

3

4

5

150°

120°

90°

60°

cd/klm

20W/1800 lm α�20°

150°180°

0° 30°

1366.8

2733.6

4100.3

5467.1

www.emiluxled.comwww.emiluxled.com

High-end Customized series
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EMX918P   DIY Power

2460 lm

Flux

1180x58x66mm

Size(LxWxH) Diffuser Material

6063 Aluminum

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

End Cap Material

Die casting aluminum

Body Material

6063 Aluminum30W

H

W

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

Track lighting can be added Wallwasher lighting

30W / 120cm, 10W for a section

132

2

Installation

Recessed

FEATURE

Unmatched asymmetric wallwash allows even illumination of walls,

with exceptional uniformity greater than 0.38 [Min./Max.] at 

a setback of 1/7 the wall height. This optic is also suitable for 

shelving and whiteboards.

H(m) D(cm) Emax(lux)

598

150

66

37

24

190.8

381.6

572.4

763.2

954

1

2

3

4

5

150°

120°

90°

60°

cd/klm

30W/2460 lm α�80°

150°180°

0° 30°

PHOTOMETRIC

177

355

532

710

www.emiluxled.comwww.emiluxled.com

High-end Customized series
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High-end Customized series

EMD904 Family 

EMD904G/5T+LED   DIY

EMD904

EMD904G/1T+LED   DIY

COB linear spotlight

30W / 120cm, 10W for a section (5pes)

20W / 120cm, 10W for a section (5pes)

30W / 120cm

SMD linear lightingTrack lighting can be added

Track lighting can be added

Track lighting can be added COB linear spotlight

FEATURE

132

285

82

60

Installation

Pendant/ Surface/ Recessed/Aluminum side pass

The modular structure of the system makes it easy to expand and adapt to various needs.

Modularity helps designers adapt the system to the appropriate space, and it is easier to manufacture and install on site.

The multi angle connector ensures fast and convenient installation, and makes the shape to achieve ever-changing effect, 

more in line with the lighting requirements of modern office environment. 

25
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15W

20W

30W

45W

Power

1250 lm

1650 lm

2460 lm

3750 lm

Flux

588x60x82mm

878x60x82mm

1168x60x82mm

1458x60x82mm

Size(LxWxH) Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

6063 Aluminum

Body Material

6063 Aluminum

15W

20W

30W

45W

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to H

W

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

1/2/3 2 1 2

250x60x82 mm x4

250x60x82 mm x3

305x60x82 mm x2

282x60x82 mm x3

317x60x82 mm x2

CONNECTION  MODULE

X-module Size(LxWxH)Model Power

30W 2460lm

Flux

T-module Size(LxWxH)Model Power

15W 1250lm

Flux

L-module Size(LxWxH)Model Power

15W 1250lm

Flux

Y-module Size(LxWxH)Model Power

22W 1833lm

Flux

120°-module Size(LxWxH)Model Power

15W 1250lm

Flux

Installation

Pendant/ Surface/ Recessed/Aluminum side pass

FEATURE

A standard wide optic is the best option for achieving efficient 

general lighting with excellent uniformity.

H(m) D(cm) Emax(lux)

870.2

217.6

96.7

54.4

34.8

216

432

648

864

1080

1

2

3

4

5

150°

120°

90°

60°

cd/klm

30W/2460 lm α�120°

150°180°

0° 30°

175.2

350.4

525.7

700.9

PHOTOMETRIC

www.emiluxled.comwww.emiluxled.com

High-end Customized series
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L connector

120 rotate 
connector

T connector

X connector

Y connector

EMD904 



Power

2460 lm

Flux

1168x60x82mm

Size(LxWxH) Diffuser Material

6063 Aluminum

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

End Cap  Material

6063 Aluminum

Body Material

6063 Aluminum30W

SPECIFICATION

H

W

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

1/2/3 2 1 2

COB linear spotlight

30W / 120cm, 10W for a section (5pes)

Track lighting can be added 

132

Installation

Pendant/ Surface/ Recessed/Aluminum side pass

H(m) D(cm) Emax(lux)

16950.1

4237.5

1883.3

1059.4

678

33.8

67.7

101.5

135.3

169.1

1

2

3

4

5

150°

120°

90°

60°

cd/klm

30W/2460 lm α�20°

150°180°

0° 30°

PHOTOMETRIC

3529.2

7058.4

10587.6

14116.8

SPECIFICATION

27
07

27
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High-end Customized series

EMD904G /5T   DIY

FEATURE

A narrow 30-degree flood is recom-mended for high-ceiling 

applications or to direct a more focused beam of light onto work 

surfaces and table tops.
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Power

1800 lm

Flux

1168x60x82mm

Size(LxWxH) Diffuser Material

6063 Aluminum

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

End Cap  Material

6063 Aluminum

Body Material

6063 Aluminum20W

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

1/2/3 2 1 2

20W / 120cm, 10W for a section (5pes)

Track lighting can be added COB linear spotlight

285

Installation

Pendant/ Surface/ Recessed/Aluminum side pass

H

W

PHOTOMETRIC

H(m) D(cm) Emax(lux)

6415.8

1604

712.9

401

256.6

31

62

92.9

123.9

154.8

1

2

3

4

5

150°

120°

90°

60°

cd/klm

20W/1800 lm α�20°

150°180°

0° 30°

1366.8

2733.6

4100.3

5467.1

www.emiluxled.comwww.emiluxled.com

High-end Customized series

FEATURE

A narrow 30-degree flood is recom-mended for high-ceiling 

applications or to direct a more focused beam of light onto work 

surfaces and table tops.

374373

L
e
o

EMD904G /1T   DIY



EMD917 Family 

EMD917G/5T+LED   DIY

EMD917S

EMD917G/1T+LED   DIY

COB linear spotlight

30W / 120cm, 10W for a section (5pes)

20W / 120cm, 10W for a section (5pes)

30W / 120cm

SMD linear lightingTrack lighting can be added

Track lighting can be added

Track lighting can be added COB linear spotlight

FEATURE

132

285

132

43

Installation

Pendant

The modular structure of the system makes it easy to expand and adapt to various needs. 
 
Modularity helps designers adapt the system to the appropriate space, and it is easier to manufacture and install on site. 
 
The multi angle connector ensures fast and convenient installation, and makes the shape to achieve ever-changing effect, 
more in line with the lighting requirements of modern office environment. 

www.emiluxled.comwww.emiluxled.com

High-end Customized series
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Power

1250 lm

1650 lm

2460 lm

3750 lm

Flux

594x43x132mm

884x43x132mm

1174x43x132mm

1464x43x132mm

Size(LxWxH) Diffuser Material

PMMA

DimmingColour CCT

3000K

4000K

5000K

6000K

End Cap  Material

Die casting aluminum

Body Material

6063 Aluminum

15W+15W

20W+15W

30W+20W

45W+30W

H(m) D(cm) Emax(lux)

828

207

92

52

33

260

520

780

1032

1299

1

2

3

4

5

150°

120°

90°

60°

cd/klm

30W+20W/2460 lm α�120°

150°180°

0° 30°

207

414

621

828

EMD917S

SPECIFICATION

H

W

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

PHOTOMETRIC

4

255x43x132 mm x4

255x43x132 mm x3

305x43x132 mm x2

288x43x132 mm x3

313x43x132 mm x2

CONNECTION  MODULE

X-module Size(LxWxH)Model Power

30W 2460lm

Flux

T-module Size(LxWxH)Model Power

15W 1250lm

Flux

L-module Size(LxWxH)Model Power

15W 1250lm

Flux

Y-module Size(LxWxH)Model Power

22W 1833lm

Flux

120°-module Size(LxWxH)Model Power

15W 1250lm

Flux

Installation

Pendant

FEATURE

A standard wide optic is the best option for achieving efficient 

general lighting with excellent uniformity.

35

27

07 08
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High-end Customized series

Dail 1-10V Dim 

Switch

378377

L
e
o

L connector

120 rotate 
connector

T connector

X connector

Y connector



Power

2460 lm

3750 lm

Flux

1174x43x132mm

1464x43x132mm

Size(LxWxH) Diffuser Material

PMMA

/

6063 Aluminum

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

Die casting aluminum

Body Material

6063 Aluminum

30W+20W

40W+30W

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

4

COB linear spotlight

30W / 120cm, 10W for a section (5pes)

Track lighting can be added

132

Installation

Pendant

FEATURE

A narrow 30-degree flood is recom-mended for high-ceiling 

applications or to direct a more focused beam of light onto work 

surfaces and table tops.

H(m) D(cm) Emax(lux)

16950.1

4237.5

1883.3

1059.4

678

33.8

67.7

101.5

135.3

169.1

1

2

3

4

5

150°

120°

90°

60°

cd/klm

30W+ 20W /2460 lm α�20°

150°180°

0° 30°

PHOTOMETRIC

3529.2

7058.4

10587.6

14116.8

www.emiluxled.comwww.emiluxled.com

High-end Customized series

EMD917G/5T   DIY

H

W

380379
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EMD917G/1T   DIY

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Power

2460 lm

3750 lm

Flux

1174x43x132mm

1464x43x132mm

Size(LxWxH) Diffuser Material

PMMA

/

6063 Aluminum

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

Die casting aluminum

Body Material

6063 Aluminum

20W+20W

45W+30W

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

4

20W / 120cm, 10W for a section (5pes)

COB linear spotlight

285

Installation

Pendant

FEATURE

A narrow 30-degree flood is recom-mended for high-ceiling 

applications or to direct a more focused beam of light onto work 

surfaces and table tops.

H

W

PHOTOMETRIC

H(m) D(cm) Emax(lux)

6415.8

1604

712.9

401

256.6

31

62

92.9

123.9

154.8

1

2

3

4

5

150°

120°

90°

60°

cd/klm

20W+ 20W /2460 lm α�20°

150°180°

0° 30°

1366.8

2733.6

4100.3

5467.1

www.emiluxled.comwww.emiluxled.com
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Track lighting can be added
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EMD914 Family 

EMD914G/5T+LED   DIY

EMD914

EMD914G/1T+LED   DIY

COB linear spotlight

30W / 120cm, 10W for a section (5pes)

20W / 120cm, 6W for a section (3pes)

30W / 120cm

SMD linear lightingTrack lighting can be added

Track lighting can be added

Track lighting can be added COB linear spotlight

FEATURE

233

285

82

60

Installation

Pendant/ Surface/ Recessed/Aluminum side pass

The modular structure of the system makes it easy to expand and adapt to various needs.

 
 

Modularity helps designers adapt the system to the appropriate space, and it is easier to manufacture and install on site.

 

The multi angle connector ensures fast and convenient installation, and makes the shape to achieve ever-changing 

effect, more in line with the lighting requirements of modern office environment. 
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15W

20W

30W

45W

Power

1250 lm

1650 lm

2460 lm

3750 lm

Flux

590x60x82mm

880x60x82mm

1170x60x82mm

1460x60x82mm

Size(LxWxH)

EMD914

Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

Die casting aluminum

Body Material

6063 Aluminum

15W

20W

30W

45W

SPECIFICATION

H(m) D(cm) Emax(lux)

1415.7

354

157.3

88.5

56.6

276.3

552.6

828.9

1105.2

1381.5

1

2

3

4

5

150°

120°

90°

60°

cd/klm

45W/3750 lm α�120°

150°180°

0° 30°

285.9

571.9

857.8

1143.8

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

H

W

250x60x82 mm x4

250x60x82 mm x3

305x60x82 mm x2

282x60x82 mm x3

317x60x82 mm x2

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

PHOTOMETRIC

1/2/3 1 1 2

CONNECTION  MODULE

X-module Size(LxWxH)Model Power

30W 2460lm

Flux

T-module Size(LxWxH)Model Power

15W 1250lm

Flux

L-module Size(LxWxH)Model Power

15W 1250lm

Flux

Y-module Size(LxWxH)Model Power

22W 1833lm

Flux

120°-module Size(LxWxH)Model Power

15W 1250lm

Flux

Installation

Pendant/ Surface/ Recessed/Aluminum side pass

FEATURE

A standard wide optic is the best option for achieving efficient 

general lighting with excellent uniformity.

07
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Power

2460 lm

Flux

1170x60x82mm

Size(LxWxH) Diffuser Material

6063 Aluminum

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

End Cap  Material

Die casting aluminum

Body Material

6063 Aluminum30W

SPECIFICATION

H

W

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

1/2/3 1 1 2

COB linear spotlight

30W / 120cm, 10W for a section (5pes)

Track lighting can be added

233

Installation

Pendant/ Surface/ Recessed/Aluminum side pass

FEATURE

A narrow 30-degree flood is recom-mended for high-ceiling 

applications or to direct a more focused beam of light onto work 

surfaces and table tops.

H(m) D(cm) Emax(lux)

7859.3

1964.8

873.3

491.2

314.3

40

80

119.9

159.9

199.8

1

2

3

4

5

150°

120°

90°

60°

cd/klm

30W /2460 lm α�20°

150°180°

0° 30°

PHOTOMETRIC

1624.2

3248.4

4872.7

6496.9

35
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EMD914G/5T   DIY
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Power

2460 lm

Flux

1170x60x82mm

Size(LxWxH) Diffuser Material

6063 Aluminum

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

End Cap  Material

Die casting aluminum

Body Material

6063 Aluminum24W

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

1/2/3 1 1 2

20W / 120cm, 6W for a section (3pes)

Track lighting can be added COB linear spotlight

285

Installation

Pendant/ Surface/ Recessed/Aluminum side pass

H

W

H(m) D(cm) Emax(lux)

10056.1

2514

1117.4

628.5

402.2

39.6

79.2

118.8

158.4

198

1

2

3

4

5

150°

120°

90°

60°

cd/klm

24W /2460 lm α�20°

150°180°

0° 30°

PHOTOMETRIC

2089.1

4178.2

6267.3

8356.4

www.emiluxled.comwww.emiluxled.com

High-end Customized series

EMD914G/1T    DIY

FEATURE

A narrow 30-degree flood is recom-mended for high-ceiling 

applications or to direct a more focused beam of light onto work 

surfaces and table tops.
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www.emiluxled.comwww.emiluxled.com

EMD913 Family 

EMX913G/5T+LED   DIY

EMD913

EMX913G/1T+LED    DIY

30W / 120cm

SMD linear lightingTrack lighting can be added

FEATURE

COB linear spotlight

30W / 120cm, 10W for a section (5pes)

20W / 120cm, 6W for a section (3pes)

Track lighting can be added

Track lighting can be added COB linear spotlight

233

285

82

73

60
Installation

Recessed

The modular structure of the system makes it easy to expand and adapt to various needs.

 
 

Modularity helps designers adapt the system to the appropriate space, and it is easier to manufacture and install on site.

 

 

The multi angle connector ensures fast and convenient installation, and makes the shape to achieve ever-changing effect, 

more in line with the lighting requirements of modern office environment. 
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Power

1250 lm

1650 lm

2460 lm

3750 lm

Flux

601x73x82mm

891x73x82mm

1181x73x82mm

1471x73x82mm

Size(LxWxH)

EMD913

Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

Die casting aluminum

Body Material

6063 Aluminum

15W

20W

30W

45W

H(m) D(cm) Emax(lux)

1415.7

354

157.3

88.5

56.6

276.3

552.6

828.9

1105.2

1

2

3

4

5

150°

120°

90°

60°

cd/klm

45W/3750 lm α�120°

150°180°

0° 30°

285.9

571.9

857.8

1143.8

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

H

W

250x73x82 mm x4

250x73x82 mm x3

312x73x82 mm x2

282x73x82 mm x3

321x73x82 mm x2

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

PHOTOMETRIC

1/2

CONNECTION  MODULE

X-module Size(LxWxH)Model Power

30W 2460lm

Flux

T-module Size(LxWxH)Model Power

15W 1250lm

Flux

L-module Size(LxWxH)Model Power

15W 1250lm

Flux

Y-module Size(LxWxH)Model Power

22W 1833lm

Flux

120°-module Size(LxWxH)Model Power

15W 1250lm

Flux

Installation

Recessed

FEATURE

A standard wide optic is the best option for achieving efficient 

general lighting with excellent uniformity.

www.emiluxled.comwww.emiluxled.com

High-end Customized series
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EMX913G/5T   DIY

Power

2460 lm

Flux

1181x73x82mm

Size(LxWxH) Diffuser Material

6063 Aluminum

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

End Cap Material

Die casting aluminum

Body Material

6063 Aluminum30W

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

1/2

Track lighting can be added COB linear spotlight

30W / 120cm, 10W for a section (5pes)

233

Installation

Recessed

FEATURE

A narrow 30-degree flood is recom-mended for high-ceiling 

applications or to direct a more focused beam of light onto work 

surfaces and table tops.

H

W

H(m) D(cm) Emax(lux)

7859.3

1964.8

873.3

491.2

314.3

40

80

119.9

159.9

199.8

1

2

3

4

5

150°

120°

90°

60°

cd/klm

30W /2460 lm α�20°

150°180°

0° 30°

PHOTOMETRIC

1624.2

3248.4

4872.7

6496.9

www.emiluxled.comwww.emiluxled.com

High-end Customized series

396395

L
e
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EMX913G/1T   DIY

Power

2460 lm

Flux

1181x73x82mm

Size(LxWxH) Diffuser Material

6063 Aluminum

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

End Cap Material

Die casting aluminum

Body Material

6063 Aluminum24W

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

1/2

20W / 120cm, 6W for a section (3pes)

Track lighting can be added COB linear spotlight

285

Installation

Recessed

FEATURE

A narrow 30-degree flood is recom-mended for high-ceiling 

applications or to direct a more focused beam of light onto work 

surfaces and table tops.

H

W

H(m) D(cm) Emax(lux)

10056.1

2514

1117.4

628.5

402.2

39.6

79.2

118.8

158.4

198

1

2

3

4

5

150°

120°

90°

60°

cd/klm

24W /2460 lm α�20°

150°180°

0° 30°

PHOTOMETRIC

2089.1

4178.2

6267.3

8356.4

www.emiluxled.comwww.emiluxled.com

High-end Customized series

398397
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High-end

series

Suitable for airports, high-speed rail stations, stores, showrooms, homes, 

offices, schools, factories, hospitals, libraries, supermarkets, subways, hotels, 

restaurants, lighting, etc., Save energy and long lifespan.

400399

L
e
o



Power

1250 lm

1650 lm

2460 lm

3750 lm

Flux

598x58x68mm

888x58x68mm

1178x58x68mm

1468x58x68mm

Size(LxWxH)

EMD905

Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

6063 Aluminum

Body Material

6063 Aluminum

15W

20W

30W

45W

PHOTOMETRIC

H(m) D(cm) Emax(lux)

760.2

190.1

84.5

47.5

30.4

363.8

727.6

1091.4

1455.2

1819

1

2

3

4

5

150°

120°

90°

60°

cd/klm

30W/2460 lm α�120°

150°180°

0° 30°

152.6

305.3

457.9

610.6

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

H

W

250x58x68 mm x4

250x53x68 mm x3

305x53x68 mm x2

285x58x68 mm x3

318x58x68 mm x2

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

CONNECTION  MODULE

X-module Size(LxWxH)Model Power

30W 2460lm

Flux

T-module Size(LxWxH)Model Power

15W 1250lm

Flux

L-module Size(LxWxH)Model Power

15W 1250lm

Flux

Y-module Size(LxWxH)Model Power

22W 1833lm

Flux

120°-module Size(LxWxH)Model Power

15W 1250lm

Flux

4 1 1 1

Installation

Pendant/ Surface/ Recessed/Aluminum side pass

FEATURE

A standard wide optic is the best option for achieving efficient 

general lighting with excellent uniformity.

35
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High-end  series

402401

L
e
o

L connector

120 rotate 
connector

T connector

X connector

Y connector



Power

1250 lm

1650 lm

2460 lm

3750 lm

Flux

590x80x85mm

880x80x85mm

1170x80x85mm

1460x80x85mm

Size(LxWxH) Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

Die casting aluminum

Body Material

6063 Aluminum

15W

20W

30W

45W

PHOTOMETRIC

H(m) D(cm) Emax(lux)

729.7

182.4

81.1

45.6

29.2

297.6

595.3

892.9

1190.5

1488.2

1

2

3

4

5

150°

120°

90°

60°

cd/klm

30W/2460 lm α�120°

150°180°

0° 30°

147

294.1

441.1

588.2

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

H

W

CONNECTION  MODULE

X-module Size(LxWxH)

238x80x85 mm x4

Model Power

30W 2460lm

Flux

T-module Size(LxWxH)

238 x80x85 mm x3

Model Power

15W 1250lm

Flux

L-module Size(LxWxH)

305x80x85 mm x2

Model Power

15W 1250lm

Flux

Y-module Size(LxWxH)

278x80x85 mm x3

Model Power

22W 1833lm

Flux

120°-module Size(LxWxH)

325x80x85 mm x2

Model Power

15W 1250lm

Flux

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

1/2/3 1 1 2

Installation

Pendant/ Surface/ Recessed/Aluminum side pass

FEATURE

A standard wide optic is the best option for achieving efficient 

general lighting with excellent uniformity.

www.emiluxled.comwww.emiluxled.com

High-end  series

404403

L
e
o

L connector

120 rotate 
connector

T connector

X connector

Y connector

EMD908S



Power

1250 lm

1650 lm

2460 lm

3750 lm

Flux

590x80x102mm

880x80x102mm

1170x80x102mm

1460x80x102mm

Size(LxWxH)

EMD902S

Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

Die casting aluminum

Body Material

6063 Aluminum

15W/15W+15W

20W/20W+15W

30W/30W+20W

45W/45W+30W

H(m) D(cm) Emax(lux)

872

218

97

54

35

298.1

596.1

894.2

1192.3

1490.3

1

2

3

4

5

150°

120°

90°

60°

cd/klm

30W+20W/2460 lm α�160°

150°180°

0° 30°

218

436

654

872

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

H

W

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

PHOTOMETRIC

1/2/3 1 1 2

Installation

Pendant/ Surface/ Recessed/Aluminum side pass

FEATURE

A standard wide optic is the best option for achieving efficient 

general lighting with excellent uniformity.

www.emiluxled.comwww.emiluxled.com

High-end  series

406405
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EMD909

Power

1250 lm

1650 lm

2460 lm

3750 lm

Flux

600x100x80mm

900x100x80 mm

1200x 100x80 mm

1500x 100x80 mm

Size(LxWxH) Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

Die casting aluminum

Body Material

6063 Aluminum

15W

20W

30W

45W

PHOTOMETRIC

H(m) D(cm) Emax(lux)

729.7

182.4

81.1

45.6

29.2

297.6

595.3

892.9

1190.5

1488.2

1

2

3

4

5

150°

120°

90°

60°

cd/klm

30W/2460 lm α�120°

150°180°

0° 30°

147

294.1

441.1

588.2

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

CONNECTION  MODULE

X-module Size(LxWxH)

248x100x80 mm x4

Model Power

30W 2460lm

Flux

T-module Size(LxWxH)

248 x100x80 mm x3

Model Power

15W 1250lm

Flux

L-module Size(LxWxH)

315x100x80 mm x2

Model Power

15W 1250lm

Flux

Y-module Size(LxWxH)

278x100x80 mm x3

Model Power

22W 1833lm

Flux

120°-module Size(LxWxH)

335x100x80 mm x2

Model Power

15W 1250lm

Flux

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

1 2

Installation

Recessed/Aluminum side pass

FEATURE

A standard wide optic is the best option for achieving efficient 

general lighting with excellent uniformity.

H

W

www.emiluxled.comwww.emiluxled.com

High-end  series

408407

L
e
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L connector

120 rotate 
connector

T connector

X connector

Y connector



EMX915

Power

2460 lm

3250 lm

4460 lm

5750 lm

Flux

588x150x45.5mm

878x150x45.5 mm

1168x 150x45.5 mm

1458x 150x45.5 mm

Size(LxWxH) Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

6063 Aluminum

Body Material

6063 Aluminum

30W

40W

60W

90W

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

1 2

Installation

Recessed/Aluminum side pass

FEATURE

A standard wide optic is the best option for achieving efficient 

general lighting with excellent uniformity.

H

W

PHOTOMETRIC

H(m) D(cm) Emax(lux)

729.7

182.4

81.1

45.6

29.2

297.6

595.3

892.9

1190.5

1488.2

1

2

3

4

5

150°

120°

90°

60°

cd/klm

30W/2460 lm α�120°

150°180°

0° 30°

147

294.1

441.1

588.2

www.emiluxled.comwww.emiluxled.com

High-end  series
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SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

1/2/3

EMD608S

H(m) D(cm) Emax(lux)150°

120°

90°

60°

cd/klm

30W+15W/3900 lm α�120°

150°180°

0° 30°

64

48

32

PHOTOMETRIC

Power

3900 lm

7800 lm

4700 lm

9400 lm

6200 lm

12400 lm

Flux

1200x200x30mm

2400x200x30mm

1200x260x30 mm

2400x260x30 mm

1200x300x30 mm

2400x300x30 mm

Size(LxWxH) Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

6063 Aluminum

Body Material

6063 Aluminum

30W+15 W

60W+30 W

30W+15 W

60W+30 W

45W +20W

90W+40W

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

Installation

Pendant

FEATURE

A wide flood is suitable for indirect, high-ceiling applications where 

lumi-naires are suspended further than 600 mm from the ceiling.

280

250

150

75

0

4087

890

411

213

1

2

3

4

www.emiluxled.comwww.emiluxled.com

High-end  series
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Power

1250 lm

1650 lm

2460 lm

3750 lm

Flux

590x43x102mm

880x43x102mm

1170x43x102mm

1460x43x102mm

Size(LxWxH)

EMD916

Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

Die casting aluminum

Body Material

6063 Aluminum

15W

20W

30W

45W

H(m) D(cm) Emax(lux)

544.8

136.2

60.5

34

21.8

4241

8482

12723

16964

21205

1

2

3

4

5

150°

120°

90°

60°

cd/klm

30W/2460 lm α�180°

150°180°

0° 30°

112.4

224.8

337.3

449.7

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

H

W

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

PHOTOMETRIC

1/2/3 2

Installation

Pendant/Aluminum side pass

FEATURE

A standard wide optic is the best option for achieving efficient 

general lighting with excellent uniformity.

51
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High-end  series
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L
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Power

1250 lm

1650 lm

2460 lm

2460 lm

3750 lm

3750 lm

Flux

590x50x70mm

880x50x70mm

1170x50x70mm

1170x50x70mm

1460x50x70mm

1460x50x70mm

Size(LxWxH)

EMD857

Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

6063 Aluminum

Body Material

6063 Aluminum

15W

20W

30W

30W+20W

45W

45W+30W

H(m) D(cm) Emax(lux)

910.4

227.6

101.2

56.9

36.4

292

584.2

876.3

1168.4

1460.5

1

2

3

4

5

150°

120°

90°

60°

cd/klm

30W/2460 lm α�120°

150°180°

0° 30°

182.8

365.6

548.3

731.1

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

H

W

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

PHOTOMETRIC

4 1 1 1

Installation

Pendant/ Surface/ Recessed/Aluminum side pass

FEATURE

A standard wide optic is the best option for achieving efficient 

general lighting with excellent uniformity.

www.emiluxled.comwww.emiluxled.com

High-end  series
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Power

1250 lm

1650 lm

2460 lm

3750 lm

Flux

598x70x80mm

888x70x80mm

1178x70x80mm

1468x70x80mm

Size(LxWxH) Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

ABS

Body Material

6063 Aluminum

15W

20W

30W

45W

H(m) D(cm) Emax(lux)

998.6

249.7

111

62.4

40

295.4

590.8

886.2

1181.6

1477

1

2

3

4

5

150°

120°

90°

60°

cd/klm

30W/2460 lm α�120°

150°180°

0° 30°

200.2

400.4

600.5

800.7

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

H

W

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

PHOTOMETRIC

4 1 1 1

Installation

Pendant/ Surface/ Recessed/Aluminum side pass

www.emiluxled.comwww.emiluxled.com

High-end  series

EMD878

FEATURE

A standard wide optic is the best option for achieving efficient 

general lighting with excellent uniformity.

418417

L
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High-end  series

Power

2125 lm

3000 lm

3800 lm

4600 lm

Flux

592x95x106mm

882x95x106mm

1172x95x106mm

1462x95x106mm

Size(LxWxH)

EMD919

Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

Die casting aluminum

Body Material

6063 Aluminum

25W

36W

45W

60W

H(m) D(cm) Emax(lux)

2023.9

506

224.9

126.5

81

338.2

676.4

1014.5

1352.7

1691

1

2

3

4

5

150°

120°

90°

60°

cd/klm

60W/4600 lm α�120°

150°180°

0° 30°

406.8

813.6

1220.4

1627.2

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

H

W

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

PHOTOMETRIC

1/2/3 1 1 2

Installation

Pendant/ Surface/ Recessed/Aluminum side pass

FEATURE

A standard wide optic is the best option for achieving efficient 

general lighting with excellent uniformity.

420419
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Power

1200 lm

1800 lm

Flux

1172x54x78mm

1462x54x78mm

Size(LxWxH) Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

ABS

Body Material

6063 Aluminum

30W

45W

H(m) D(cm) Emax(lux)

233

58

26

15

9

305

611

916

1221

1526

1

2

3

4

5

150°

120°

90°

60°

cd/klm

30W/1200 lm α�120°

150°180°

0° 30°

98

196

294

392

H

W

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

PHOTOMETRIC

4 1 1 1

Installation

Pendant/ Surface/ Recessed/Aluminum side pass

www.emiluxled.comwww.emiluxled.com

High-end  series

EMD557

FEATURE

Unmatched asymmetric wallwash allows even illumination of walls,

with exceptional uniformity greater than 0.38 [Min./Max.] at 

a setback of 1/7 the wall height. This optic is also suitable for 

shelving and whiteboards.

422421
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Power

1250 lm

1650 lm

2460 lm

3750 lm

Flux

598x50x50mm

888x50x50mm

1178x50x50mm

1468x50x50mm

Size(LxWxH) Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

6063 Aluminum

Body Material

6063 Aluminum

15W

20W

30W

45W

PHOTOMETRIC

H(m) D(cm) Emax(lux)

910.4

227.6

101.2

56.9

36.4

292

584.2

876.3

1168.4

1460.5

1

2

3

4

5

150°

120°

90°

60°

cd/klm

30W/2460 lm α�120°

150°180°

0° 30°

182.8

365.6

548.3

731.1

H

W

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

4 1 1 1

Installation

Pendant/ Surface/ Recessed/Aluminum side pass

www.emiluxled.comwww.emiluxled.com

High-end  series

EMD201

FEATURE

A standard wide optic is the best option for achieving efficient 

general lighting with excellent uniformity.

424423

L
e
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EMD835

Power

1250 lm

1650 lm

2460 lm

3750 lm

Flux

598x35x66mm

888x35x66mm

1178x35x66mm

1468x35x66mm

Size(LxWxH) Diffuser Material

PC

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

6063 Aluminum

Body Material

6063 Aluminum

15W

20W

30W

45W

H(m) D(cm) Emax(lux)

910.4

227.6

101.2

56.9

36.4

292

584.2

876.3

1168.4

1460.5

1

2

3

4

5

150°

120°

90°

60°

cd/klm

30W/2460 lm α�120°

150°180°

0° 30°

182.8

365.6

548.3

731.1

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

H

W

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

PHOTOMETRIC

4 1 1 1

Installation

Pendant/ Surface/ Recessed/Aluminum side pass

FEATURE

A standard wide optic is the best option for achieving efficient 

general lighting with excellent uniformity.

www.emiluxled.comwww.emiluxled.com

High-end  series

426425
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EMD688

Power

1650 lm

2460 lm

3750 lm

Flux

888x100x100mm

1178x100x100mm

1468x100x100mm

Size(LxWxH) Diffuser Material

PC

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

6063 Aluminum

Body Material

6063 Aluminum

20W

30W

45W

H(m) D(cm) Emax(lux)

1595.2

398.8

177.3

99.7

63.8

451.3

902.7

1354

1805.3

2256.6

1

2

3

4

5

150°

120°

90°

60°

cd/klm

60W/4700 lm α�120°

150°180°

0° 30°

322.9

645.7

968.6

1291.4

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

H

W

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

PHOTOMETRIC

4

Installation

Pendant

FEATURE

A standard wide optic is the best option for achieving efficient 

general lighting with excellent uniformity.

www.emiluxled.comwww.emiluxled.com

High-end  series

428427
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EMD668

Power

3900 lm

4700 lm

6200 lm

Flux

1180x180x72mm

1180x200x72mm

1180x260x72mm

Size(LxWxH) Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

6063 Aluminum

Body Material

6063 Aluminum

50W

60W

80W

H(m) D(cm) Emax(lux)

1595.2

398.8

177.3

99.7

63.8

451.3

902.7

1354

1805.3

2256.6

1

2

3

4

5

150°

120°

90°

60°

cd/klm

60W/4700 lm α�120°

150°180°

0° 30°

322.9

645.7

968.6

1291.4

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

PHOTOMETRIC

4 1 1 1

Installation

Pendant/ Surface/ Recessed/Aluminum side pass

FEATURE

A standard wide optic is the best option for achieving efficient 

general lighting with excellent uniformity.

www.emiluxled.comwww.emiluxled.com

High-end  series
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EMD811

Power

1250 lm

1650 lm

2460 lm

3750 lm

Flux

588x110x80mm

878x110x80mm

1168x110x80mm

1458x110x80mm

Size(LxWxH) Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

6063 Aluminum

Body Material

6063 Aluminum

25W

36W

45W

60W

H(m) D(cm) Emax(lux)

729.7

182.4

81

45.6

29.2

297.6

595.3

892.9

1190.5

1488.2

1

2

3

4

5

150°

120°

90°

60°

cd/klm

25W/1250 lm α�120°

150°180°

0° 30°

147

294.1

441.1

588.1

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to H

W

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

PHOTOMETRIC

4 1 1

Installation

Pendant/ Recessed/ Aluminum side pass

FEATURE

A standard wide optic is the best option for achieving efficient 

general lighting with excellent uniformity.

www.emiluxled.comwww.emiluxled.com

High-end  series

432431
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Power

1250 lm

1650 lm

2460 lm

3750 lm

Flux

588x100x70mm

878x100x70mm

1168x100x70mm

1458x100x70mm

Size(LxWxH) Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

6063 Aluminum

Body Material

6063 Aluminum

15W

20W

30W

45W

H(m) D(cm) Emax(lux)

729.7

182.4

81.1

45.6

29.2

297.6

595.3

892.9

1190.5

1488.2

1

2

3

4

5

150°

120°

90°

60°

cd/klm

30W/2460 lm α�120°

150°180°

0° 30°

147

294.1

441.1

588.2

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to H

W

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

PHOTOMETRIC

4 1 1 1

Installation

Pendant/ Surface/ Recessed/Aluminum side pass

www.emiluxled.comwww.emiluxled.com

High-end  series

EMD871

FEATURE

A standard wide optic is the best option for achieving efficient 

general lighting with excellent uniformity.

434433
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Economic

series

Suitable for airports, high-speed rail stations, stores, showrooms, homes, 

offices, schools, factories, hospitals, libraries, supermarkets, subways, hotels, 

restaurants, lighting, etc., Save energy and long lifespan.

436435
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e
o



4 1 1

PowerModel Flux Size(LxWxH) Diffuser MaterialDimmingColour CCT End Cap  MaterialBody Material

1200 lm

1800 lm

1800 lm

1200 lm

1800 lm

1800 lm

1200x200x55mm

1200x200x55mm

1200x250x55mm

1200x250x55mm

1200x300x55mm

1200x300x55mm

PS
Dail 1-10V Dim 

Switch

3000K

4000K

6000K

ABS6063 Aluminum

12Wx4

18Wx4

12Wx5

18Wx5

12Wx6

18Wx6

EMD205

EMD255

EMD305

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

4 1 1

Installation

Pendant/ Surface/Aluminum side pass

Installation

Pendant/ Surface/Aluminum side pass

www.emiluxled.comwww.emiluxled.com

Economic  series

PowerModel Flux Size(LxWxH) Diffuser MaterialDimmingColour CCT End Cap  MaterialBody Material

1200 lm

1800 lm

1800 lm

1200 lm

1800 lm

1800 lm

1200x80x40mm

1200x80x40mm

1200x120x40mm

1200x120x40mm

1200x150x40mm

1200x150x40mm

PS
Dail 1-10V Dim 

Switch

3000K

4000K

6000K

ABS6063 Aluminum

12Wx2

18Wx2

12Wx3

18Wx3

12Wx4

18Wx4

EMD840

EMD124

EMD154

EMD124/ EMD154/EMD840

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

San’an 
Optoelectronic 

EMD205/EMD255/EMD305

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

San’an 
Optoelectronic 

438437
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SPECIFICATIONSPECIFICATION

Power PowerFlux FluxSize(LxWxH) Size(LxWxH)Diffuser Material Diffuser MaterialDimming DimmingColour ColourCCT CCTEnd Cap  Material End Cap  MaterialBody Material Body Material

1200 lm

1800 lm

1200 lm

1800 lm

1200x70x80mm

1200x70x80mm

1200x100x55mm

1200x100x55mm

PSPS
Dail 1-10V Dim 

Switch

Dail 1-10V Dim 

Switch
ABSABS 6063 Aluminum6063 Aluminum

12Wx2

18Wx2

12Wx2

18Wx2

3000K

4000K

6000K

3000K

4000K

6000K

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

4 1 1 4 1 1

Installation

Pendant/ Surface/Aluminum side pass

Installation

Pendant/ Surface/Aluminum side pass

51

www.emiluxled.comwww.emiluxled.com

Economic  series

San’an 
Optoelectronic 

San’an 
Optoelectronic 

440439

L
e
o

EMD105 EMD241



Power Flux Size(LxWxH) Diffuser MaterialDimmingColour CCT End Cap  MaterialBody Material

1200 lm

1800 lm

1800 lm

1200 lm

1800 lm

1800 lm

1200 lm

1800 lm

1200x100x60mm

1200x100x60mm

1200x200x60mm

1200x200x60mm

1200x250x60mm

1200x250x60mm

1200x300x60mm

1200x300x60mm

PS
Dail 1-10V Dim 

Switch

3000K

4000K

6000K

ABS6063 Aluminum

12Wx2

18Wx2

12Wx3

18Wx3

12Wx4

18Wx4

12Wx6

18Wx6

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

Power Flux Size(LxWxH) Diffuser MaterialDimmingColour CCT End Cap  MaterialBody Material

1200 lm

1800 lm

1800 lm

1200 lm

1800 lm

1800 lm

1200 lm

1800 lm

1200x100x60mm

1200x100x60mm

1200x200x60mm

1200x200x60mm

1200x250x60mm

1200x250x60mm

1200x300x60mm

1200x300x60mm

PS
Dail 1-10V Dim 

Switch

3000K

4000K

6000K

ABS6063 Aluminum

12Wx2

18Wx2

12Wx3

18Wx3

12Wx4

18Wx4

12Wx6

18Wx6

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

4 1 1 4 1 1

Installation

Pendant/ Surface/Aluminum side pass

Installation

Pendant/ Surface/Aluminum side pass

www.emiluxled.comwww.emiluxled.com

Economic  series

EMD801

San’an 
Optoelectronic 

San’an 
Optoelectronic 

442441
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EMD692



EMD606

Power Flux Size(LxWxH) Diffuser MaterialDimmingColour CCT End Cap  MaterialBody Material

1200 lm

1800 lm

1800 lm

1200 lm

1800 lm

1800 lm

1200 lm

1800 lm

1200x100x66mm

1200x100x66mm

1200x200x66mm

1200x200x66mm

1200x250x66mm

1200x250x66mm

1200x300x66mm

1200x300x66mm

PS
Dail 1-10V Dim 

Switch

3000K

4000K

6000K

ABS6063 Aluminum

12Wx2

18Wx2

12Wx3

18Wx3

12Wx4

18Wx4

12Wx6

18Wx6

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

EMD838

Power Flux Size(LxWxH) Diffuser MaterialDimmingColour CCT End Cap  MaterialBody Material

2960 lm 1185x180x58mm

PS
Dail 1-10V Dim 

Switch

3000K

4000K

6000K

ABS6063 Aluminum

36W

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

4 1 1 4 1 1

Installation

Pendant/ Surface/Aluminum side pass

Installation

Pendant/ Surface/Aluminum side pass

51

www.emiluxled.comwww.emiluxled.com

Economic  series

San’an 
Optoelectronic 

San’an 
Optoelectronic 

1400 lm 585x180x58mm18W

2100 lm 885x180x58mm27W

3510 lm 1485x180x58mm45W

444443
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EMD558

Power Flux Size(LxWxH) Diffuser MaterialDimmingColour CCT End Cap  MaterialBody Material

1200 lm

1800 lm

1800 lm

900x50x50mm

1200x50x50mm

1200x50x50mm

PMMA
Dail 1-10V Dim 

Switch
ABS6063 Aluminum

14Wx2

12Wx2

18Wx2

3000K

4000K

6000K

SPECIFICATION SPECIFICATION

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Power

1200 lm

1800 lm

Flux

1172x54x78mm

1462x54x78mm

Size(LxWxH) Diffuser Material

PS

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

ABS

Body Material

6063 Aluminum

30W

45W

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

4 1 1 4 1 1

Installation

Pendant/ Surface/Aluminum side pass

Installation

Pendant/ Surface/Aluminum side pass

www.emiluxled.comwww.emiluxled.com

Economic  series

San’an 
Optoelectronic 

San’an 
Optoelectronic 

446445
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EMD316 EMD339

Power PowerFlux FluxSize(LxWxH) Size(LxWxH)Diffuser Material Diffuser MaterialDimming DimmingColour ColourCCT CCTEnd Cap  Material End Cap  MaterialBody Material Body Material

1200 lm

1800 lm

1800 lm

900x51x51mm

1200x51x51mm

1200x51x51mm

PC
Dail 1-10V Dim 

Switch
ABS6063 Aluminum

14Wx2

12Wx2

18Wx2

3000K

4000K

6000K

2200 lm

3400 lm

900x60x60mm

1200x60x60mm

PC
Dail 1-10V Dim 

Switch
ABS6063 Aluminum

14Wx2

18Wx2

3000K

4000K

6000K

SPECIFICATIONSPECIFICATION

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

4

Installation

Surface

Installation

Pendant

www.emiluxled.comwww.emiluxled.com

Economic  series

San’an 
Optoelectronic 

San’an 
Optoelectronic 

448447
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1200 lm

1800 lm

1200x70x50mm

1200x70x50mm

PC
Dail 1-10V Dim 

Switch

3000K

4000K

6000K

ABS6063 Aluminum

12Wx2

18Wx2

EMD911

Power Flux Size(LxWxH) Diffuser MaterialDimmingColour CCT End Cap  MaterialBody Material

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

4 1 1

1200 lm

1800 lm

1800 lm

1200 lm

1800 lm

1800 lm

1200 lm

1800 lm

1200x100x60mm

1200x100x60mm

1200x200x60mm

1200x200x60mm

1200x250x60mm

1200x250x60mm

1200x300x60mm

1200x300x60mm

PS
Dail 1-10V Dim 

Switch

3000K

4000K

6000K

ABS6063 Aluminum

12Wx2

18Wx2

12Wx3

18Wx3

12Wx4

18Wx4

12Wx6

18Wx6

EMX317

Power Flux Size(LxWxH) Diffuser MaterialDimmingColour CCT End Cap  MaterialBody Material

SPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

2

Installation

Recessed

Installation

Pendant/ Surface/Aluminum side pass

51
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Economic  series

San’an 
Optoelectronic 

San’an 
Optoelectronic 
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EMX617EMX517

SPECIFICATIONSPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Power

1250 lm

1650 lm

2460 lm

3750 lm

Flux

600x70x32mm

900x70x32 mm

1200x 70x32 mm

1500x 70x32 mm

Size(LxWxH) Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

Die casting aluminum

Body Material

6063 Aluminum

15W

20W

30W

45W

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

Power

700 lm

1000 lm

1500 lm

1700 lm

Flux

600x50.4x35mm

900x50.4x35 mm

1200x 50.4x35 mm

1500x 50.4x35 mm

Size(LxWxH) Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

Die casting aluminum

Body Material

6063 Aluminum

7W

10W

15W

25W

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

H

W

H

W

2 2

Installation

Recessed

Installation

Recessed

www.emiluxled.comwww.emiluxled.com

Economic  series

San’an 
Optoelectronic 

San’an 
Optoelectronic 
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EMX117EMX917

SPECIFICATIONSPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Power Flux

600x117x35mm

900x117x35 mm

1200x 117x35 mm

1500x 117x35 mm

Size(LxWxH) Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

Die casting aluminum

Body Material

6063 Aluminum

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

Power

1250 lm

1650 lm

2460 lm

3750 lm

Flux

600x91.4x35mm

900x91.4 x35mm

1200x 91.4 x35mm

1500x 91.4 x35mm

Size(LxWxH) Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

Die casting aluminum

Body Material

6063 Aluminum

15W

20W

30W

45W

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

1250 lm

1650 lm

2460 lm

3750 lm

15W

20W

30W

45W

H

W

W

H

2 2

Installation

Recessed

Installation

Recessed

www.emiluxled.comwww.emiluxled.com

Economic  series

San’an 
Optoelectronic 

San’an 
Optoelectronic 
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EMD376EMD355

SPECIFICATIONSPECIFICATION

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

H
IP20CRI

>82
100V
~

240V S
300mm

3000mm
to

Power Flux

590x76.2x35mm

880x76.2x35 mm

1170x 76.2x35 mm

1460x 76.2x35 mm

Size(LxWxH) Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

Die casting aluminum

Body Material

6063 Aluminum

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

Power

1250 lm

1650 lm

2460 lm

3750 lm

Flux

590x55x32mm

880x55x32 mm

1170x 55x32 mm

1460x 55x32 mm

Size(LxWxH) Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

Die casting aluminum

Body Material

6063 Aluminum

15W

20W

30W

45W

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

1250 lm

1650 lm

2460 lm

3750 lm

15W

20W

30W

45W

4 41 1

H

W

H

W

Installation

Pendant/Aluminum side pass

Installation

Pendant/Aluminum side pass

www.emiluxled.comwww.emiluxled.com

Economic  series

San’an 
Optoelectronic 

San’an 
Optoelectronic 
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SPECIFICATION

H
IP20CRI

>82
100V

~
240V S

300mm

3000mm
to

Power

1250 lm

1650 lm

2460 lm

3750 lm

Flux

590x102x35mm

880x102x35 mm

1170x 102x35 mm

1460x 102x35 mm

Size(LxWxH) Diffuser Material

PMMA

Dimming

Dail 1-10V Dim 

Switch

Colour CCT

3000K

4000K

5000K

6000K

End Cap  Material

Die casting aluminum

Body Material

6063 Aluminum

15W

20W

30W

45W

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

H

W

4 1

Installation

Pendant/Aluminum side pass

51
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San’an 
Optoelectronic 
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Any Color

Any Size
Suitable for airports, high-speed rail stations, stores, showrooms, homes, 

offices, schools, factories, hospitals, libraries, supermarkets, subways, hotels, 

restaurants, lighting, etc., Save energy and long lifespan.

Lateral luminescence

series

460459
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Ceiling Mounting

Easy to install, durable, long life.

Shrapnel

Beautiful shape, good lighting effect.

Installation

www.emiluxled.com
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Power PowerModel ModelFlux FluxSize(LxWxH) Size(LxWxH)

2000 lm

4000 lm

7200 lm

2000 lm

2500 lm

3600 lm

3600 lm

4000 lm

3600 lm

4000 lm

4000 lm

4800 lm

4000 lm

4800 lm

4500 lm

4800 lm

300x300x28mm

600x600x 28mm

1200x600x 28mm

1500x50x 28mm

1200x80x 28mm

1500x80x 28mm

1200x100x 28mm

1500x100x 28mm

1200x120x18.6mm

1500x120x 18.6 mm

1200x160x 18.6 mm

1500x160x 18.6 mm

1200x200x 18.6 mm

1500x200x 18.6 mm

1200x300x 18.6 mm

1500x300x 18.6 mm

280x280mm

580x580mm

1180x580mm

/

1180x60mm

1480x60mm

1180x80mm

1480x80mm

1180x100mm

1480x100mm

1180x140mm

1480x140mm

1180x180mm

1480x180mm

1180x280mm

1480x180mm

20W

40W

72W

20W

25W

36W

36W

40W

36W

40W

40W

48W

40W

48W

45W

48W

EMY3030

EMY6060

EMY60120

EMY05150

EMY08120

EMY08150

EMY10120

EMY10150

EMY12120

EMY12150

EMY16120

EMY16150

EMY20120

EMY20150

EMY30120

EMY30150

Diffuser Material Diffuser MaterialColour ColourCCT CCTCutout Cutout

PMMA PMMA

3000K

4000K

6000K

3000K

4000K

6000K

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white

Sand black

Wood grain

Silver

Matte white

Matte black

Sand white
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